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Opis funkcji

W niniejszym poradniku oméwiono najwazniejsze
funkcje zarzgdzania kolorami serweréw Fiery ©,
ktére zapewniajg nastepujgce mozliwosci:

¢ Najlepsze dopasowanie koloréw
dodatkowych

¢ Prawidtowe wydruki na folii i nadruki za
kazdym razem

e Zarzadzanie wieloma przestrzeniami koloréw
w pojedynczym dokumencie

o Niezalezne uwzglednianie osadzonych
profiléw dla obrazéw CMYK, RGB i w
odcieniach szarosci

e Poprawa jakosci obrazéw w niskiej
rozdzielczosci

¢ Unikanie niedoskonatosci paseréw

e Drukowanie czarnych elementoéw z uzyciem
tylko czarnego tonera

Cele

e Zastosowanie ustawien druku, tak aby stale
uzyskiwac wydruki najwyzszej jakosci

Dodatkowe zasoby

Dodatkowe informacje dotyczace ustawien koloréw
serweréw Fiery mozna znalez¢ na stronie
internetowej technologii Fiery Color and Imaging pod
adresem fiery.efi.com/color, gdzie mozna znalez¢:

o Dokument ,Najlepsze praktyki dotyczace
ustawien kolorow Fiery”

e Film ,Najlepsze praktyki dotyczgce ustawien
koloréw Fiery”

Aby obejrze¢ nagrania webinariéw na temat zarzgdzania
kolorami, odwiedz serie World of Fiery pod adresem
efi.com/wofwebinars. Wybierz starsze nagrania
produktéw Fiery Color and Imaging, aby wyswietli¢
webinarium ,Fiery Command WorkStation® 6 —
konfigurowanie ustawien koloréw i najlepsze praktyki”.

Aby m.in. pobra¢ dodatkowe oprogramowanie
i uzyskac zasoby szkoleniowe, odwiedz witryne
Zasoby online Fiery.

Zanim zaczniesz

e Uruchom program Fiery Command
WorkStation 6 lub nowszy i nawigz
potgczenie z co najmniej jednym serwerem
Fiery z oprogramowaniem Fiery
FS300/FS300 Pro.

e Umied¢ przyktadowy plik
efi_fiery MnM_color_poster_
SAMPLE_11x17 lub efi_fiery_ MnM_color_
poster_ SAMPLE_A3 w kolejce
WSTRZYMANE serwera Fiery Server.
Przeciggnij plik do listy WSTRZYMANE
w programie Command WorkStation.
Mozesz tez uzy¢ opcji menu importowania w
programie Command Workstation.

e Przed wykonaniem wydruku upewnij sie, ze
maszyna drukarska oraz serwer Fiery
zostaty skalibrowane.


http://fiery.efi.com/color
http://efi.com/wofwebinars
http://efi.com/resources/fiery-online-resources/
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Job Properties =
[ALENICRY || dobe PDF Print Engine Preferred ®@
JOBINFO & ReB/Lab A amx 0
MEDIA RGB Source: CMYK source:
SRGB (PC GRAC0L2013 CRPCG (E
LavouT FQ El €[]
aaGE Use RGB embedded profiles Use CMYK embedded profiles
MAGH
FINISHING RGE rendering intent: CMYK rendering intent:
o Phetographic [=] Relative Colorimetric [=]
STAMPING Print RGB gray using black only: Black point compensation
off
off
Job:[M&M_Color_Poster 11:17 - Presets:
M Grayscale @ spot color T ACree
Gl QUSSR [ | Adobe PDF Print Engine Preferred
rayseale source Spot color matching
Dot Gain 20%  [+] JOBINFO
: Brightness:
Use spot group: VEDIA [] Use maximum printer density | oo =
Defautt E] M % norma
Use Gray embedded profiles .
LAYOUT @) Fimage smoothing @ Image quality:
Grayscale rendering intent: e Best [«
COLOR
Relative Colorimetric [ T a Text/graphics quality:
Print gray using black only: Best  [+] [¥] Toner reduction
Tod/Graphics/mages [+ 1 SHING :
FINISHING . Halftone simulation: Resolution:
= Color settings vDP off =] 1200 dpi [=]
(] PDF/X output intent.
[ Separate RGB/Lab to CMYK source Black tet and graphics:
Pure Black On [=]
Black overprint (for pure black):
off [Fae. Fcomposite overprint
% [ 2-color print mapping E [ Substitute colors
%% [ Combine separations B @iigiammng
[8) [optimize RGB transparency ImageViewer Curves
No correction [
Job will be processed again before
A, printing Print ]E] [ o ][ Gone

Stosowanie ustawien druku przy uzyciu sciezki druku Adobe ® PostScript

1. Znajdz plik efi_fiery_MnM_color_poster_SAMPLE_11x17 lub efi_fiery_MnM_
color_poster_SAMPLE_AZ3 na liscie WSTRZYMANE, kliknij go prawym przyciskiem myszy i wybierz
polecenie Wlasciwosci.

2. Kiliknij karte Kolor i skonfiguruj nastepujgce opcje:
a. Zaznacz pole wyboru Uzyj osadzonych profili RGB.
b. Zaznacz pole wyboru Uzyj osadzonych profili CMYK.
c. Zaznacz pole wyboru Uzyj osadzonych profili szarosci.
d. Zaznacz pole wyboru Dopasowanie koloru specjalnego.
e. W sekcji Czarny tekst i grafika wybierz opcje Czysta czeri wigczona.
f. Zaznacz pole wyboru Nadruk ztozony.
g. Zaznacz pole wyboru Automatyczny trapping.
3. Kiliknij karte Obraz i ustaw nastepujgce opcje:
a. Zaznacz pole wyboru Wygtadzanie obrazu.
b. W sekcji Jakos¢ obrazu/tekstu wybierz opcje Najlepsza.
4. Kiliknij karte Nosniki i wybierz rozmiar papieru 11x17 lub A3.

5. Aby przesta¢ zadanie do urzgdzenia wyj$ciowego, kliknij przycisk Drukuj.
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Job Properties

Job:| M&M _Color_Poster 11:17 R

(V] Adobe PDF Print Engine Preferred
& ReB/Lab
RGE Source:
SRGB (PC) [=]

Use RGB embedded profiles

RGB rendering intent:
Photegraphic [=]

Print RGB gray using black only:
off

M Grayscale
Grayscale source:
Dot Gain20%  [+]

Use Gray embedded profiles

Grayscale rendering intent:
Relative Colorimetric

Print gray using black only:
Text/Graphics/Images

~ Color settings
[”] PDF/X output intent.

[ Separate RGB/Lab to CMVK source

Black overprint (for pure black):
off

% [F)2-color print mapping

%% [Z] Combine separations

Optimize RGB transparency

Job will be processed again before

A printing.

=
®
A v .
CMYK source:

GRACOL2013 CRPCE (EF)  [+]

Use CMYK embedded profiles

CMYK rendering intent:
Relative Colorimetric [=]

[¥] Black point compensation

Print CMVK gray using black only:

off
@ spot color
Spot color matching

Use spot group:

Default [=]

i

Black text and graphics:
Pure Black On [=]

[P [ Composite overprint

ﬂ [7] Substitute colars
D— [7] Aute trapping

ImageViewer Curves:

No correction

Brint |E] [ o

] [ Cancel

Presets:

Job: MM _Color_Poster 1147 BIRE

55

2l (V/iAdobe FOF Frint Engine Preferred

[] Use maximum printer density Brightness:

MEDIA 100% normal [+
LAYOUT () [7/Image smoothing @ Image quality:
COLOR Bet []
R a Text/graphics quality:

Best E [¥] Toner reduction
FINISHING . Halftone simulation: Resolution:
e off =] 1200dpi [v]

Stosowanie ustawien druku przy uzyciu sciezki druku Adobe PDF Print

Engine (APPE)

Sciezke druku APPE obstugujg tylko zewnetrzne serwery Fiery.

1. Znajdz plik efi_fiery_MnM_color_poster_ SAMPLE_11x17 lub efi_fiery_MnM_color_
poster_SAMPLE_A3 na liscie WSTRZYMANE. Kliknij prawym przyciskiem myszy i wybierz opcje

Wiasciwosci.

Kliknij pole wyboru Preferowany Adobe PDF Print Engine.

Kliknij karte Kolor i skonfiguruj nastepujace opcje:

a. Zaznacz pole wyboru Uzyj osadzonych profili RGB.

-~ 0 oo o

Zaznacz pole wyboru Uzyj osadzonych profili CMYK.

Zaznacz pole wyboru Uzyj osadzonych profili szarosci.

Zaznacz pole wyboru Dopasowanie koloru specjalnego.

Zaznacz pole wyboru Optymalizuj przezroczystos¢ RGB.

W sekcji Czarny tekst i grafika wybierz opcje Czysta czern wigczona.

g. Zaznacz pole wyboru Nadruk zlozony.
h. Zaznacz pole wyboru Automatyczny trapping.
4. Kiliknij karte Obraz i ustaw nastepujgce opcje:
a. Zaznacz pole wyboru Wygtadzanie obrazu.
b. W sekcji Jakos¢ obrazu/tekstu wybierz opcje Najlepsza.
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5. KiIiknij karte No$niki i wybierz rozmiar papieru 11x17 lub A3.

6. Aby przesta¢ zadanie do urzagdzenia wyjsciowego, kliknij przycisk Drukuj.

Poréwnanie zoptymalizowanych wynikéw z mozliwymi btedami druku
w odwzorowaniu kolorow

Job Properties

Jab: | M&M_Color_Poster_11:17

-] [

Presets: [Factory Default

< Save Preset... -
28 || Adobe PDF Print Engine Preferred

Manage Local Presets...
Fadnlv Default
 nepat oo
RGB Source: CMYK 501 SEMVET Presets-mmmmmmmme oo ooeoee
- 12x18-200gsm
sRGE (PC) =] GRACOLZ 13.40jobs

1. Znajdz plik efi_fiery_MnM_color_poster SAMPLE_11x17 lub efi_fiery MnM_color_
poster SAMPLE_A3 na liscie WSTRZYMANE. Nastepnie kliknij go prawym przyciskiem myszy
i wybierz opcje Wtasciwosci.

2. Otworz menu rozwijane Ustawienia wstepne i wybierz opcje Domysine ustawienia fabryczne.

3. KiIiknij karte Nosniki i wybierz rozmiar papieru 11x17 lub A3.

W przypadku zewnetrznych serwerdw Fiery:
4. Kliknij pole wyboru Preferowany Adobe PDF Print Engine.
Usun zaznaczenie pola wyboru Nadruk ztozony.

5

6. Usun zaznaczenie pola wyboru Dopasowanie koloru specjalnego.

7. Aby przesta¢ zadanie do urzadzenia wyjsciowego, Kliknij przycisk Drukuj.
8

Poroéwnaj wydruki wynikowe z wydrukami wykorzystujgcymi Sciezki druku PostScript oraz APPE.

W przypadku serweréw osadzonych lub przytgczonych:
3. Usun zaznaczenie pola wyboru Dopasowanie koloru specjalnego.
4. Aby przesta¢ zadanie do urzadzenia wyjsciowego, kliknij przycisk Drukuj.

5. Poréwnaj wydruki wynikowe z wydrukami wykorzystujgcymi Sciezke druku PostScript.
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Uwaga:

Druga strona tego pliku przyktadowego zawiera informacje pozwalajgce ustalic mozliwe btedy odwzorowania elementéw
graficznych na stronie pierwszej. Mozna jej uzy¢ do poréwnania ustawien druku, ktére pozwalajg zoptymalizowac
odwzorowanie koloréw i obrazéw dla kazdego elementu.

Manor & Mason Color Poster Description

To properly configure print settings using the Fiery driver
and Job Properties, select the following options:

To render RCB transparencies Toimprove the

with Adobe PDF Print Engine  To achieve the bestmatch  For CMYK or spot To avoid registration  quality of low To respect a source
(APPE) processing path: for brand colors: color overprints: imparfections: resolutionimages:  RGB prcfile:

7] Optimized RGB transperency [¥] Spot color matching ) il i =) i %] i /] Use RGB embedded

7] Use RGB embedded profiles. |

|

. YOUR JOURNEY
STARTS HERE

|wﬁ|_

This print sample key Fiery® color g
capabilities:

» Achieves the best match for spot colors

» Correctly prints transparencies and overprints every time

+ Manages multiple color spaces in a single document

+ Independently honors embedded profiles for CMYK, RGB,

and grayscale images

« Improves low-resolution images

« Helps avoid registration imperfections

» Ensures black elerents use black toner only

oS
A0,

MANOR & MASON

The image on the right indicates many of the settings users can
check to reliably achieve the best quality output.

e | i
For additional information on Fiery color settings, visit the Fiery el remomerrid
Color and Imaging web page at fiery.efi.com/color. where you
«can find:

« Fiery Color Best Practice Settings document

« Fiery Color Best Practice Settings video

To access webinar recordings about color management, visit

the World of Fiery series at efi.com/wofwebinars, Select past For CMYK or spot

Torespectascurce  Fordrop shadowson T reproduce 100% To achieve the bestmatch  To respect a source

ey : 2% color overprints: CMYK profile: top of spot colors: black elements: for brand colors: Grayscale profile:
recordings for Fiery Color and Imaging products to view 2 pa N . X i
*Fiery C = ion® 6 — Configuri ssttings @ ) phics: 4] Spot color matching v-ec‘:qmw

and best practices” webinar.

efi |k = Ry e e e e




EFI fuels success.

We develop breakthrough technologies for the manufacturing of signage, packaging,
textiles, ceramic tiles, and personalized documents, with a wide range of printers,
inks, digital front ends, and a comprehensive business and production workflow suite
that transforms and streamlines the entire production process, increasing your
competitiveness and boosting productivity. Visit www.efi.com or call 650-357-3500 ®
for more information. ef

Nothing herein should be construed as a warranty in addition to the express warranty statement provided with EFI products and services.
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