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Ozellige genel bakis

Bu nasil yapilir kilavuzu Fiery® renk yonetiminin
onemli 6zelliklerini gosterir. Bu 6zellikler sayesinde:

o Nokta renklerinde en iyi eslesmeyi saglarsiniz.

e Saydamliklari ve Ust baskilari her zaman
dogru yazdirirsiniz.

e Tek bir belgede birden gok renk uzayi
yonetebilirsiniz.

e CMYK, RGB ve gri tonlamali goriintilerde
timlesik profilleri ayri ayri kabul edebilirsiniz.

o Dusuk ¢ozunUrldklh gorintileri
iyilestirebilirsiniz.
o Kayit hatalarini énleyebilirsiniz.

e Siyah 6gelerin yalnizca siyah toner
kullanmasini saglarsiniz.

Hedefler

e Guvenle en iyi ¢kt kalitesi saglayacak
yazdirma ayarlarini uygulama

Ek kaynaklar

Fiery renk ayarlari hakkinda daha fazla bilgi edinmek
icin Fiery Renk ve Goéruntl web sayfasini
fiery.efi.com/color adresinden ziyaret edin. Burada
asagidakileri bulabilirsiniz:

e Fiery Renk Ayarlarinda En lyi Uygulamalar
belgesi

e Fiery Renk Ayarlarinda En lyi Uygulamalar
videosu

Renk ydnetimi hakkindaki web semineri kayitlarina
erismek i¢in efi.com/wofwebinars adresindeki Fiery
Dunyasi serisini ziyaret edin. Fiery Renk ve Gorintu
ardnlerinin gecmis kayitlarini segerek "Fiery
Command WorkStation® 6 - Renk ayarlarini
yapilandirma ve en iyi uygulamalar" web seminerini
goruntuleyin.

Ek yazilim indirmeleri, egitim kaynaklari ve daha
fazlasi igin Fiery Cevrimici Kaynaklari bélimiine
gidin.

Baslamadan Once

e Fiery Command WorkStation 6 veya sonraki
surimand agin ve Fiery FS300/FS300 Pro
¢alistiran en az bir Fiery sunucusuna
baglanin.

e Fiery sunucusu TUTULDU kuyruguna
efi_fiery_MnM_color_poster_
SAMPLE_11x17 veya
efi_fiery_ MnM_color_
poster_ SAMPLE_A3 6rnek dosyasini
yerlestirin. Dosyayl Command WorkStation
TUTULDU listesine surikleyin. Alternatif
olarak Command WorkStation'daki Al meni
secenegini de kullanabilirsiniz.

e Yazdirma igleminden 6nce yazicinin ve Fiery
sunucusunun kalibre edildiginden emin olun.


http://fiery.efi.com/color
http://efi.com/wofwebinars
http://efi.com/resources/fiery-online-resources/
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Job Properties
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JOBINFO & ReB/Lab
MEDIA RGB Source:

SRGE (PC.
LAYOUT FQ El

Use RGB embedded profiles
IMAGE

FINISHING RGB rendering intent:
Phetographic [=]

VDP

Print RGB gray using black only:
off

STAMPING

SUMMARY

M Grayscale
Grayscale source:
Dot Gain 0% [+]

Use Gray embedded profiles

Grayscale rendering intent:
Relative Colorimetric [

Print gray using black only:
Tod/Graphics/mages [+

~ Color settings
(] PDF/X output intent.

[ Separate RGB/Lab to CMYK source

Black overprint (for pure black):
off

% [T 2-color print mapping

%% [7] Combine separations

@ [ Optimize RGB transparency

Job will be processed again before
& printing
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CMYK source:
GRAC0L2013 CRPCG (EF)  [v]

Use CMYK embedded profiles

CMYK rendering intent:
Relative Colorimetric [=]

Black point compensation

Print CMYK gray using black only:

off
@ spot color
Spot color matching

Use spot group:

Default =]

I

Black text and graphics:
Pure Black On [=]

[Fae. Fcomposite overprint

E [ substitute colors
B @iigiammng

ImageViewer Curves:
No correction [

Print ]E] [ o

] [ Cancel

Job: MM _Color_Poster 11:17 -

QUSSR [ | Adobe PDF Print Engine Preferred

JOBINFO Brioht

[7] Use maximum printer density nghiness:
MEDIA Wi | 100% normal [
LavouT @ @image smoothing @ Image quality:
COLOR Best [=]
~HUR a Text/graphics quality:

Best  [+] ] Toner reduction
FINISHING . Halftone simulation: Resolution:
o off =] 120dpi [«

Yazdirma ayarlarini Adobe® PostScript yazdirma yolunu kullanarak

uygulayin

1. TUTULDU listesinde efi_fiery_MnM_color_poster_SAMPLE_11x17 veya efi_fiery_MnM_
color_poster_SAMPLE_A3 dosyasini bulun ve sag tiklayarak Ozellikler segimini yapin.

2. Renk sekmesine tiklayarak agagidaki secenekleri ayarlayin:

a. RGB tumlesik profillerini kullan onay kutusunu isaretleyin.

CMYK tumlesik profillerini kullan onay kutusunu isaretleyin.

Gri timlesik profillerini kullan onay kutusunu isaretleyin.

Siyah metin ve grafiklerde Ham siyah agik secimini yapin.

b
c
d. Nokta rengi eslestirme onay kutusunu igaretleyin.
e
f

Bilesik iistiine yazdirma onay kutusunu isaretleyin.

g. Otomatik yakalama onay kutusunu isaretleyin.

3. Goruntu sekmesine tiklayin ve asagidaki secenekleri belirleyin:

a. Goruntu dizeltme onay kutusunu isaretleyin.

b. Text/Graphics Quality'den En iyi se¢imini yapin.

4. Ortam sekmesine tiklayarak 11x17 veya A3 Kagit boyutunu segin.

5. lsi ¢cikti cihazina géndermek igin Yazdir'a tiklayin.

Presets:
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Job Properties

(V] Adobe PDF Print Engine Preferred
& ReB/Lab
RGE Source:
sRGE (PC) [=]

Use RGB embedded profiles

RGB rendering intent:
Photegraphic [=]

Print RGB gray using black only:
off

M Grayscale
Grayscale source:
Dot Gain20%  [+]

Use Gray embedded profiles

Grayscale rendering intent:
Relative Colorimetric

Print gray using black only:
Text/Graphics/Images

~ Color settings
[”] PDF/X output intent.

[ Separate RGB/Lab to CMVK source

Black overprint (for pure black):
off

% [F)2-color print mapping

%% [Z] Combine separations

Optimize RGB transparency

Job will be processed again before
8 printing.
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CMYK source:

GRACOL2013 CRPCE (EF)  [+]

Use CMYK embedded profiles

CMYK rendering intent:
Relative Colorimetric [=]

[¥] Black point compensation

Print CMVK gray using black only:

off
@ spot color
Spot color matching

Use spot group:

Default [=]

i

Black text and graphics:
Pure Black On [=]

[P [ Composite overprint

ﬂ [7] Substitute colars
D— [7] Aute trapping

ImageViewer Curves:

No correction

Brint |E] [ o

] [ Cancel

Presets:

Job: MM _Color_Poster 1147 BIRE
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2l (V/iAdobe FOF Frint Engine Preferred

[] Use maximum printer density Brightness:

MEDIA 100% normal [+
LAYOUT () [7/Image smoothing @ Image quality:
COLOR Bet []
R a Text/graphics quality:

Best E [¥] Toner reduction
FINISHING . Halftone simulation: Resolution:
e off =] 1200dpi [v]

Yazdirma ayarlarini Adobe PDF Print Engine (APPE) yazdirma yolunu
kullanarak uygulayin
APPE yazdirma yolu yalnizca harici Fiery sunucularinda desteklenmektedir.

1. TUTULDU listesinde efi_fiery_MnM_color_poster_SAMPLE_11x17 veya efi_fiery_MnM_color_
poster_SAMPLE_A3 dosyasini bulun. Ardindan sag tiklayarak Ozellikler segimini yapin.

2. Adobe PDF Print Engine tercih edildi onay kutusuna tiklayin.

Renk sekmesine tiklayarak asagidaki secenekleri ayarlayin:

a. RGB tiimlesik profillerini kullan onay kutusunu isaretleyin.
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Q

CMYK tiumlesik profillerini kullan onay kutusunu isaretleyin.

Gri tumlesik profillerini kullan onay kutusunu isaretleyin.

Nokta rengi eslestirme onay kutusunu isaretleyin.

RGB saydamligini en iyi duruma getir onay kutusunu isaretleyin.
Siyah metin ve grafiklerde Ham siyah acgik se¢imini yapin.

Bilesik iistiine yazdirma onay kutusunu isaretleyin.

h. Otomatik yakalama onay kutusunu isaretleyin.

4. GOoruntl sekmesine tiklayin ve asagidaki secenekleri belirleyin:

a. Goruntu dizeltme onay kutusunu isaretleyin.

b. Text/Graphics quality'den En iyi se¢imini yapin.
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5. Ortam sekmesine tiklayarak 11x17 veya A3 Kagit boyutunu segin.

6. lsi cikti cihazina géndermek igin Yazdir'a tiklayin.

Optimize edilmis sonuglari renk uUretimindeki olasi yazdirma hatalariyla
karsilastirma

Job Properties

Jab: | M&M_Color_Poster_11:17

-] [

Presets: [Factory Default

Save Preset... j

Manage Local Presets...

Fadnlv Default

& nesjtab oo

RGB Source: CMYK 501 SEMVET Presets-mmmmmmmme oo ooeoee
- 12x18-200gsm

sRGE (PC) =] GRACOLZ 13.40jobs

55 "] Adobe PDF Print Engine Preferred

1. TUTULDU listesinde efi_fiery_MnM_color_poster_SAMPLE_11x17 veya efi_fiery_MnM_color_
poster SAMPLE_A3 dosyasini bulun. Ardindan sag tiklayarak Ozellikler se¢imini yapin.

2. Acllir On ayarlar menusunde Fabrika varsayilani segimini yapin.

3. Ortam sekmesine tiklayarak 11x17 veya A3 Kagit boyutunu segin.

Fiery harici sunuculari igin:

4. Adobe PDF Print Engine tercih edildi onay kutusuna tiklayin.
5. Bilesik Ustiine yazdirma onay kutusunun isaretini kaldirin.

6. Nokta rengi eslestirme onay kutusunun isaretini kaldirin.

7. lsi gikti cihazina gondermek igin Yazdir'a tiklayin.
8

Yazdirma sonuglarini yukaridaki PostScript ve APPE yazdirma yollarini kullanarak elde edilen
sonuglarla karsilastirin.

Tumlesik veya cikintili Fiery sunuculari igin:
3. Nokta rengi eslestirme onay kutusunun isaretini kaldirin.
4. lsi ¢ikti cihazina géndermek igin Yazdir'a tiklayin.

5. Yazdirma sonuglarini yukaridaki PostScript yazdirma yolunu kullanarak elde edilen sonuclarla
karsilastirin.
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Not:

Bu érnek yazdirma dosyasinin ikinci sayfasi, birinci sayfadaki tasarim 6gelerinin liretimindeki olasi hatalari tespit etmeye
yarayan bilgiler icerir. Bu dosyayi, her 6genin renk ve gériintii liretimini optimize etmeye yardimci olan yazdirma ayarina
referans olarak kullanabilirsiniz.

Manor & Mason Color Poster Description

To properly configure print settings using the Fiery driver
and Job Properties, select the following options:

To render RCB transparencies Toimprove the

with Adobe PDF Print Engine  To achieve the bestmatch  For CMYK or spot To avoid registration  quality of low To respect a source
(APPE) processing path: for brand colors: color overprints: imparfections: resolutionimages:  RGB prcfile:

7] Optimized RGB transperency [¥] Spot color matching ) il i =) i %] i /] Use RGB embedded

7] Use RGB embedded profiles. |

|

. YOUR JOURNEY
STARTS HERE

|wﬁ|_

This print sample key Fiery® color g
capabilities:

» Achieves the best match for spot colors

» Correctly prints transparencies and overprints every time

+ Manages multiple color spaces in a single document

+ Independently honors embedded profiles for CMYK, RGB,

and grayscale images

« Improves low-resolution images

« Helps avoid registration imperfections

» Ensures black elerents use black toner only

oS
A0,

MANOR & MASON

The image on the right indicates many of the settings users can
check to reliably achieve the best quality output.

e | i
For additional information on Fiery color settings, visit the Fiery el remomerrid
Color and Imaging web page at fiery.efi.com/color. where you
«can find:

« Fiery Color Best Practice Settings document

« Fiery Color Best Practice Settings video

To access webinar recordings about color management, visit

the World of Fiery series at efi.com/wofwebinars, Select past For CMYK or spot

Torespectascurce  Fordrop shadowson T reproduce 100% To achieve the bestmatch  To respect a source

ey : 2% color overprints: CMYK profile: top of spot colors: black elements: for brand colors: Grayscale profile:
recordings for Fiery Color and Imaging products to view 2 pa N . X i
*Fiery C = ion® 6 — Configuri ssttings @ ) phics: 4] Spot color matching v-ec‘:qmw

and best practices” webinar.

efi |k = Ry e e e e




EFI fuels success.

We develop breakthrough technologies for the manufacturing of signage, packaging,
textiles, ceramic tiles, and personalized documents, with a wide range of printers,
inks, digital front ends, and a comprehensive business and production workflow suite
that transforms and streamlines the entire production process, increasing your
competitiveness and boosting productivity. Visit www.efi.com or call 650-357-3500 ®
for more information. ef

Nothing herein should be construed as a warranty in addition to the express warranty statement provided with EFI products and services.
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