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Descrizione delle funzioni

Fiery® Impose ¢ il software di imposizione dei fogli basato sul formato PDF piu intuitivo sul mercato. Grazie
alla perfetta integrazione con Fiery Command WorkStation®, al software di preparazione e agli strumenti di
prestampa, consente di automatizzare l'inoltro dei lavori di stampa.

I modelli di Fiery Impose consentono di salvare i layout dei lavori piu comuni per automatizzare il processo di
imposizione. | modelli possono anche includere codici a barre e crocini di registro, riconosciuti dallo scanner
di codici a barre dell'unita di finitura Duplo utilizzando il formato * JobID *.

| codici a barre e i crocini di registro forniscono all'unita di finitura Duplo le informazioni necessarie per
posizionare le lame, le trance e le cordonatrici per eseguire la finitura del documento.

L'integrazione di Fiery Impose nelle unita di finitura Duplo consente di migliorare notevolmente la produttivita
durante la preparazione e la finitura dei lavori attraverso I'automazione del processo. Cio consente di
risparmiare tempo oltre che a ridurre gli sprechi e gli errori.

Questa guida pratica & suddivisa in due parti:

o Parte 1 — Utilizzare i modelli della libreria per automatizzare la maggior parte dei lavori piu
comuni

La prima parte fornisce un set di modelli Fiery Impose comuni contenenti codici a barre Duplo.
I modelli possono essere importati nell'unita di finitura Duplo e utilizzati per ottenere lavori stampati
pronti per la finitura.

Questa funzionalita € compatibile con le unita di finitura offline Duplo DC-615, DC-616, DC-645,
DC-646, DC-745 e DC-746.

o Parte 2 — Creare un layout personalizzato per automatizzare un lavoro per coupon

La seconda parte descrive i passaggi da eseguire per creare un nuovo layout nel controller dell'unita
di finitura Duplo. Il layout pud quindi essere importato in Fiery Impose e utilizzato per creare un
modello con cui automatizzare i lavori futuri, dall'invio alla finitura.

Questa funzionalita e compatibile con I'unita di finitura offline Duplo DC-746 e nei prossimi mesi del
2018 sara disponibile per il modello DC-646.



Parte 2 — Creare un layout personalizzato per automatizzare un lavoro
per coupon

Obiettivi

Creare un nuovo layout nel controller Duplo
ed esportarlo come file xml

Importare il file xml di layout in Fiery Impose
e visualizzare il lavoro in anteprima

Creare un modello Fiery Impose e un nuovo
flusso di lavoro di Fiery Hot Folders

Inviare un lavoro in stampa

Completare la produzione sull'unita di finitura
Duplo

Ulteriori risorse

Per ulteriori download di software, risorse di
formazione e cosi via, consultare
Risorse online Fiery.

Prima di iniziare

Aprire Fiery Command WorkStation 6.2
0 versione successiva e connettersi ad
almeno un server Fiery.

Attivare la licenza di Fiery Impose sul
computer che esegue Command WorkStation.
E possibile utilizzare Fiery Impose con

licenza oppure in modalita di prova gratuita.
Per richiedere la versione di prova gratuita di
30 giorni di Fiery Impose, andare all'indirizzo:
fiery.efi.com/impose/freetrial30.

Trascinare il file di esempio
efi_duplo_coupon_sheet_sample_hg.pdf
nella coda In attesa del server Fiery, oppure
utilizzare I'opzione di menu Importa di
Command WorkStation.

Assicurarsi che la stampante e il server Fiery
siano stati calibrati prima di eseguire
qualsiasi stampa.


http://efi.com/resources/fiery-online-resources/
http://fiery.efi.com/impose/freetrial30
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Creare un nuovo file di layout nel controller Duplo

1. Aprire il software Duplo PC Controller.

§# Duplo DC-646 PC Controller V1.12a (OFF LINE) - *

[[NODATA]

=@

I~ <T>Stacker Setup

=
WIZARD SETTING 1 | SETTING 2| SETTING 3|
DIRECT I Air Knife Cut Trim Setting
L Sitter Giude Read REG Mark I Fine
= I Auto Trail Cut =
SETTING
MAINTENANCE REG. Mark Spec [~ Bold
Fan Register Crease Depth

Speed -

Dc [6)46 ™ Advanced Mode ™ Change Tool Settings

SUTTER/CUTTER/CREASER |
g | JOB No_| JOB Name [ sneetcount| Date -
ot ENNC DATA =i Saved Job log
02 - NODATA
03 - NODATA
04 - NODATA =5
05 - NODATA = Job log. Details
06 - NODATA

2. Fare clic sul pulsante PROCEDURA GUIDATA per accedere alla procedura guidata per la
creazione di un lavoro.

e Solo i lavori creati in modalita semplice tramite la procedura guidata verranno esportati come

dati XML.
Duplo DC-646 PC Controller V1.12a X
Slot 2 [ LR Slot 3[LIR] Slot4 [L/IR] [ inch>>mm -
|CPM Module j |RTM Module j ISIilIer Module j L
A e e X
[ Pert | [na | [Pert ~|[Per =] [wa ][ ] 1
JOB No [1 [13%19 (330 2mm X 482 6mm ) -
JOB Name ICoupuns vl
Width Side Mark
i 32 - Side Mar 63
Length 4826 b Lead Mark 6.3 b
: = 1 Siit
A[254 B[348 C[00 0.0 E [oo 0.0 G [0.0
SAVE H]00 mm
FUNCTION o
1[4 2[2413 3 [2476 4[ae3s 5 [00 0.0 0.0
0.0 ) [0 10 [0.0 1 [00 12 [0.0 13 [0.0 14 [0.0
15 [0.0 6[0.0 17 [0.0 0.0 19 [0.0 0 [0.0 1 [0.0
22 [0.0 0.0 i [o0 25 [0.0 6 [0.0 0.0 0.0 Cru —_—
9 [0.0 0 [0.0
mm
Crease
1 [o0 0.0 1 [o0 0.0 [0 0.0 7 [00 All Shift
0.0 ) [0 ofoo 1 [00 12 [0.0 13 [0.0 14 [0.0 Up
00 16[00 o0 18[o0  19[o0 1[00 mm Lo ot
Down
Limit
0

3. Seguire la procedura guidata per la creazione di lavori per creare il modello di finitura.



Guida pratica: Creare un layout personalizzato per automatizzare un lavoro per coupon

Una volta impostati tutti i parametri, si passa alla pagina di verifica.

Fare clic sul pulsante SALVA per accedere alle funzioni di esportazione.
e Assicurarsi di selezionare la casella Salva file modello XML.

e Premere OK per accedere al menu Esplora file e scegliere dove salvare il file XML.
| Duplo DC-646 PC Controller V1.12a X :
v Save JOB file

| [~ Save PDF Template file
v Save XML Template file

L

r
- ~ ~
- -~ ~

v Barcode position area

Direct mode job file option

r

oK CANCEL

6. Scegliere un percorso che sia accessibile dal computer su cui & in esecuzione Fiery
Command WorkStation.

e |l percorso predefinito di Duplo & C:\Duplo Seiko Corp\DC-646 PC Controller V1.xx.

3 Save As X

™ Duplo Seiko Corp DC-646 PC Controller V1.12a »
Organize ¥ New folder - @

I This PC
# 3D Objects res
[ Desktop L Template
B Docirnents i 0001Postcards20180403
¥ Downloads
D Music
& Pictures
8 videos
= Windows (C:)

= LENOVO (D)
v < 5

L EL EAR0002Coupons20180418

Save as type: JOB(*.Jm646) ~

~ Hide Folders Cancel

7. Fare clic sul pulsante Salva per memorizzare il nuovo modello sulla workstation.
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Duplo DC-646 PC Controller V1.12a

|4572 i

- Slit

Slot2 [ LR ] Slot 3 [LR] Slot4 [ L/R]
[cPM Module ~| [RT™M Module ~| [Siitter Module -
[Pert. ~|[wa | [Pert ~|[Per =] [tva ~][wa -
JOB No 21 [12X18 (304 8mm X 457.2mm ) =l
JOB Name [eiite trifold

Width [30e5 =~ SideMak [63

Length Lead Mark

[Tmm

A|370 B|264.0 cfo.0 D00 E (0.0 F |00 G |00

DOWNLOAD

H[oo mm
-Cut
1J200 2[4a95 3[o0  +Joo  s5[o0  6[oo 7o
8 [00 9foo  mw[oo  nfoo  12[o0 13o0 14 [oo
1500 16Jo0 oo woo  1w[oo  2fo0 210
2[00 23[00 o0 2[00 2[00 2700 o0
29100 30 0.0

mm
Crease
17635 2[00 3[o0  4Joo  s[oo  sfoo  7[o0
8o 9foo  wfoo  nfoo  =foo  13Joo  ufoo
15 [0.0 woo  17[oo 18[00 19Joo  20[o0 mm

e (11 |

I~ inch>>mm

~All Shift

~Li

8. Fare clic sul pulsante SCARICA per registrare il nuovo modello sull'unita di finitura Duplo.
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Attivare la preferenza Fiery Impose per lI'importazione di layout
per l'unita di finitura

1. Selezionare un lavoro inviato in spool nella coda In attesa. Fare clic con il pulsante destro del
mouse per selezionare Fiery Impose.

O Fiery Command WorkStation [olo ==
File Edit Actions Sever View Help
1dle &
1 JOBS ©
frory
PROCESSING PRINTING
ARCHIVE MANAGER Idle Idle ef.
SERVERS e
FCHOUSTON-F5 7
HELD (86) o o~ | v B8 gy v loseRevew

3, Import o Print [ Properties... Q Preview.. [ Newlob [fj Delete J¢ Calibrate.. 4 Logs [ PaperCatalog 3

HELD Job Status Number Of Pa... Job Title User Size Pages  Copies

PRINTED 0 | O

" Print £ Preview not available!
ARCHIVED [ Sspooled efi_fiery_km_ost_or_en_us.pdf Print and Hold 1 I
PROCESSING [ spooled FieryColorFlowchart_F5300_CWS6_US_v2.pdf PR Dkl 1
Print Next
PRINTING [ Speoled 4pagesSPD_Blue-White.psl Rush Print 1
BY Processed 0 MnM_poster_garota_SAMPLE_11:17.pdf Proof Print 1
[ spooled 0 MnM_poster_garota_SAMPLE 11:17 pdf Déjete 1 (VO SIMMARY
Duplicate
() Eror Collate-None- OffsetDirection-Alternate-Offset, Reane 1 Title
MnM_business_card landscape SAMPLE
() Eror Collate- SheetAndSet-OffsetDi.. tion-Alternate-( Calibrate job... 1 B
ages
[ spooled Colate-Sheet-OffsetDirection-Altemate-Offset|  Process and Hold 1 2
Copies:
[ specled SlipSheet-On-SlipFrequency-5 Preview... 2 14
Image Enhance Visual Editor... Media =
[ Speoled SlipSheet-On-3 2 2o
i PNar2 Unsiiones 81/241, Plain, 64-74 gsm
(& ok S Properties..
CUrow, Fill s [ speoled SlipSheet-On-2 2 Last calibrated : /&
Jppy WosHlicw > Default measurements
B processed 0 M8V South America VDP-aurora-cantu. o Preflight: &
Impose Not Preflighted
B Processed o MnM_booklet_posters_LTR_SAMPLE pdlf 2 s
F5200w10 Spooled
[ spooled MM _Posters 1147 vertical_final.pdf Merge Jobs.. 1 Today 11:20:54 PM
SERVER-FOEB B Processed 0 efi fiery_MaM_color_poster SAMPLE 11d7.pdf  Archive 1 (i m
« i y e it y

% ) 1P

2. In Fiery Impose scegliere Preferenze da Modifica.
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9 Fiery Command WorkStation ol@ =

File Edit Actions Server Help

F  Joss = r-Impase - MnM_business_card_landscape_SAMPLE.pdf f=lle=s
fary bns  View _Help

ARCHIVE MANAGEF] G2 Settings
[inses  Fiede i LR 3| Create Subset

SERVERS Cut

Zfold Template: B
) Nommal v

Copy c

FCHOUSTON-F5 ; Paste s Finish Size: Based on Crop Box ~

Delete Sheet: 81/241 - Edt. |
_ oo o i =

Duplicate Job...

. Copies: 1 £
Select All CtrisA v Layout
PRINTED - triaShifte] L
Curiss Layout Orientation: [Landscape v
ARCHIVED
off
PROCESSING
PRINTING ¥ Bleed: ¥ Apply Both
X[ Byp
LI o P, &4
Preferences... Lejoifiet:
= Tray 1 Letter
St Margin:
oL
Marks:
- Scale
Scaling: (Do not scale - |
age Size -
7 SmmaTom@l |
Media Size

7 216 mm %279 mm [2

5200010
Media Type -
7] Unassigned [2 -

SERVER-FOEB

Total Pages: 2| Tatal Sheets: 1 o w52 o —— M

e

3. Fare clic su Impose per visualizzare le preferenze di Fiery Impose.

Preferences =
inish Size

Default finish size for imposed jobs

Based on Crop Box ~

Default scale values for imposed jobs

I Do not scale '1

Barcode Format

Mumber of digits used for the job number
2 ~|

Finisher Layout Import

V| Allow importing of finisher layout files

Imposition Template path

C\Users\efi\Documents\impose\template’, Browse...

oK &l Cancel |

4. Fare clic sulla casella per attivare Importazione layout finitore.

5. Fare clic su OK. Questa impostazione delle Preferenze viene attivata al riavvio di Fiery Impose.
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Importare il file Duplo XML in Fiery Impose

1. Selezionare il lavoro di esempio efi_duplo_coupon_sheet_sample_hg.pdf nella coda In attesa.
Fare clic con il pulsante destro del mouse e selezionare Impose.

O Fiery Command WorkStation
File Edit Actions Server View Help
Idie &
; JOBS ©
fiery
PROCESSING PRINTING
ARCHIVE MANAGER Idle Idle ef.
SERVERS [P
FCHOUSTON-F5
HELD (86) o o~ | v |[BElng v losPREVEW
&, Import % Print ) Properties.. Q Preview.. [} NewJob [fj Delete ¥ Calibrate.. #ff Logs [y PaperCatalog
HELD Job Status Number Of Pa... Job Title User Size Pages  Copies
PRINTED |0
Pt = Preview not available!
ARCHIVED [ spooled efi_fiery_km_ost_or_en_us.pdf Print and Hold 1 i
PROCESSING [ spooled FieryColorFlowchart_FS300_CWS6_US_v2.pdf SNt soc Delte 1
Print Neat
PRINTING [ spooled 4pagesSPD_Blue-White.ps1 Rush Print g
B Processed 0 MnM_poster_garota SAMPLE_11A7.pdf Proof Print 1
[ spocled 0 MnM_poster_garota SAMPLE 11:47.paf Defete 1 1108 SUMIMARY
Duplicate
(@) Error Collate-None-OffsetDirection-Altemate-Offset; Asame 1 Title
MnM_business_card_landscape_SAMPLE.
@ Eror Collate-SheetAndSet-OffsetDi. tion-Altemate-t  Calibrate job... 1 ;
ages:
[ Spooled Collate-Sheet-OffsetDirection-Altemate-Offset  Process and Hold 1 2
Copies
[ Spooled SlipSheet-On-SlipFrequency-5 Preview.. H 14
Image Enhance Visual Editor. Media
[ Spooled SlipSheet-On-3 2 B}
|} P tray 2 (Unassigned) Propeties. 81/2d1, Plain, 64-74 gsm
CULOR} PLME S48 v [ Spooled SlipSheet-On-2 2 Last calibrated : &
i il > Default measurements
5 Processed ] M&M South America antu Prefight: &
I
B Processed 0 MnM_booklet_posters_LTR_SAMPLE.pdf L it refholoed
F5200w10 Spooled
[ spooled MM _Posters_11x17_vertical final pdf Merge Jobs... 1 Today 11:20:54 PM
Workflow:
SERVER-FOEB B Processed 0 ef fiery_MnM_color_poster SAMPLE 11:a7.pdf  Archive 1 | Unassigned 2
i i ¥ i y

Bl - (clo]

Help

DF or PS File...
Insert Image Files...
Insert Server Job...

Insert From Scanner...

e - efi_duplo_coupon_sheet_sample_hg.pdf

Insert Blank Page Ctrl+Shift+P
Insert Blank Sheet Ctrl+Shift+S
Insert Tab 3
Auto Tabs b
Chapter Start Ctrl+ Shift+ C
Reset to Default Media

Tab Media...

et e il Sl Shity

Import Finisher Layout... I}

Edit Page
Edit Numbering snd Stamps...

Edit Bleed Edge Tab...

Best Fit for Gangup Repeat...

Remove Subset

Sheet1 - Back
Default Media

Z-fold Template:

Ne

Finish Sizs
Sheet:
Duplex
Copies:
w Layos

Layout O

Bleed:

Layout Of

Margin:

Marks:
w Scale

Scaling:

2. Selezionare Azione dalla barra degli strumenti e scegliere Importa layout finitore.
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3.
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Individuare la cartella contenente il file XML Duplo salvato (0001Coupon sheet20180402.xml)

e selezionare il file.

»Os*m Finisher Layout File

Organize »  New folder

Bl Desktop

J& Downloads
% Recent Places
[ Google Drive
) TO-GA

4 Libraries

m

%] Documents
& Music
= Pictures

B videos

1% Computer
&, Local Disk (C)
4 DVD RW Drive (D:) TF Prep 4.1.0
3 CD Drive (E)
¥ MRD Sample Files on MacBook Pro

€ Network
1% ADMIN-EQFCS00ED
8 ADMINISTORSMINI
1% ALYSIALU-WTLTL
/% CATHERIB-WILT
15 DILYANAH-WILT 5

W Favorites P

sl

O_CJ' [ 1.+ Computer + MRD Sample Files on MacBook Pro + Final Duplo Sample Files

=
[ 43 |[ Search Finat Duplo Sampte Fites 0|
= 0 @
- Do wd T. =
| 2| 0001 Coupon sheet20180402.xml 6/5/2018108PM XML Document 2K8

s

File name: 0001Coupon sheet20180402.xml

4. Selezionare Apri.

10
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5. Fare clic sul pulsante Mostra le linee del layout finitore per visualizzare le linee per l'unita di
finitura.

@ Fiery Impose - efi_duplo_coupon_sheet_sample_hg

File Edit Actions View Help

XROFRQ| Eﬁ Jl. Createsubset || Removesubset JNf Z-fold

 Body:1 Sheet

[ - o

Sheet1 - Front. Sheet 1 - Back
Default Media Default Media

Le linee di finitura supportate comprendono:

Tipo di linea Nome Motivo
Linea di cordonatura | superiore [
inferiore
Linea di perforazione |\ _ B
perforazione microperforazione
preincisione
cordonatura
Piegatura N/D

11
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6. Aggiungere i segni di rifilatura. Il file XML contiene gia il codice a barre che viene quindi attivato
automaticamente.

"Fe Q| E|E| Create Subset Remove Subset Z-fold Template: - =2

iy 1 Sheet

Specificare una posizione di 1 mm per le impostazioni superiore/inferiore e sinistra/destra
affinché i segni di rifilatura non tocchino il lavoro finito.

Selezionare Segni: Definisci.

Nella scheda Rifilo, selezionare la casella Stampa segni di rifilo.
Impostare Posizione su 1 mm per le rifilature verticali e orizzontali.
Fare clic su OK.

Imported Layout: 0001Coupen sheet20180402.xml

Gangup
i =
d [Repeat -] [LefuRight +] %
Presets:[Custom < H &

Finish Size: User Defined

Trim lank Page Text | Registration Mark and Barcode Bt | D @5

7] Print trim marks
Sheet: 1349

Standard -
Dupl =
Horizontal length: 5.6444 mm uplex On
Vertical length: 56444 mm Cover
Stroke type: [Solid - Copies: 1
Stroke width: [1/2 pt. - w Layout

kel Layout Orientation: | Portrait

Offset: 3 1mm i, | Auto Page Rotation:

Row & Column: | 2 x |1
Gutter: Define
Layout Style: Standard ~|
Bleed: ¥l Apply Both
Y 0mm D omm
Layout Offset: Define
Margin: Custom
By 2samm 3254 mm
] Print mark on front surface only e = rrrp—
Sheet 1 - Front
Default Media LS I Loncel Marks: Define... -
Scaling: [Do not scale z]

12
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7. Nella finestra di dialogo Impostazioni, selezionare No per Duplex.
= ==

I

Template:l -] =

Imported Layout: 0001Coupon sheet20180402.xml X
Gangup
Repeat - |[Lemight +] 7

Finish Size: User Defined

B 294mm  |[[)| 2159 mm

Sheet: e —
T
Copes =
w Layout

Layout Orientation: | Portrait

8. Per salvare un modello Fiery Impose, fare clic sull'icona Salva, digitare il nome file
duplo_coupon_sheet e fare clic su OK.

= 5 %
kO F Q6 B[] [l creotesubset || Removesubset fif Z-fold Template:
T
* | Imported Layout:  0001Coupon shest20180402 xml x
nmm 1 Sangup
[Repeat - LefRight =] [
Finish Size: User Defined &
Save Template o] B O[esn
FileNem: Sheet Bas
[ Cover Define...
Copies: 1

13
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Creare un nuovo flusso di lavoro Fiery Hot Folders

1. Nella console Fiery Hot Folders, fare clic su Nuovo per visualizzare la finestra di dialogo delle
impostazioni Hot Folders.

+J Fiery Hot Folders Console o @)=
) Duplicate... EFDeactivate [ Delete ¥, Download Files... 4 Status & Log...
B e AR FLAMES A Duplo 12x18 BusinessCard H
Duplo 12x18 BusinessCard
& vdp booklet with cover P VR
EB 1218 gangup repeat ' Locstion:  C:\Users\efi\Desktop
Job action:  Process and Hold
ER 11x17 user defined Input formats: EPS, PDF, PS, TIFF, VDP
Show Original files |
A& Duplo 12x18 BusinessCard
Job properties
Duplex Top-top
Paper Catalog Name Not Defined
Output paper size 1248
Paper type Not Defined
Media weight Mot Defined
Input tray Not Defined
Color mode Mot Defined
Booklet type Off
Stapling Not Defined
Fold Not Defined
Impose Yes
Impose File C\Users\efi\Documentstimpose\template\#1_BizCard_2:3.5_12x...

2. Nel campo del nome della cartella, digitare Duplo Coupon Sheet.

3. Facoltativamente, digitare una descrizione con i dettagli relativi alla cartella automatica nel
campo Descrizione.

4. Fare clic su Sfoglia e specificare il percorso della cartella.

-

Hot Folder Settings

Folder name: Duplo Coupon Sheet

Description: Duplo Coupon Sheet and Duplo|Impose TemplateI -

Location: C:\Users\efi\Desktop Browse...

Server name:

i

Job action:

Job properties: | pofau

Input formats:  EPS, PDF, P5, TIFF, VDP

@ I Advanced Settings... OK ‘ | Cancel

14
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5. Peril nome del server, fare clic sul pulsante Seleziona per specificare il server Fiery e collegarsi
a esso. Per ulteriori istruzioni, consultare Collegamento a un server Fiery.

"

&

Folder name: Duplo Coupon Sheet
Description: Duple Coupon Sheet and Dupln{[mpnse‘fsmplste I :
Location:

CA\Users\efi\Desktop

|

Server name:

Job action:
Job properties: | pefayle

Input formats:

(@) | Advanced Settings...

£PS, PDF, PS, TIFF, VDP Edit

ok || cancel |

Connect to Server

Favorite list:

Connect to a server:
FieryColorl

(Server name or IP address)

(@ | Advanced Settings...

Cancel

6. Nella sezione Azione lavoro, scegliere la coda del server Fiery o un'azione lavoro dal menu.

Folder name: sd
Description: d
Location:

C\Users\efi\Desktop

Server name: FieryColorl

Job action:

Job properties:

Input formats:

Process and Hold

Print and Hold

(@ | Advanced | print and Delete

Proof Print

Cancel

|

15
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7. Selezionare Proprieta del lavoro, scegliere LAYOUT e fare clic sul pulsante Impose. Nel menu
Modello selezionare il modello DuploCouponSheet.

DuploCouponSheet o [@][®
Presets: -]
QuE g [ Adobe PDF Print Engine Preferred Reset |
JOB INFO
JOBINFO Normal st
MEDIA Gangup DuploCouponSheet [+
] ’ _ CD 6page jewel case insert + fold 2
2 ol Booklet
— I DuplCouponshet [
IMAGE gang-up repest with 11:d7
FINISHING gangup repeat with 11,17

vop Gangup repeat with 13:d9 trim box w Japense crops
lines
Ling - user defined #1_BizCard_2:3.5_12:18 24up

new media

Offset 8cm Buscard

m

Shifted buscard

|

Cancel |

16
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8. In Formati di origine, fare clic sul pulsante Modifica e deselezionare la casella VDP.
Fare clic su OK.

Folder name: Duple Coupon Sheet
Description: Duplo Coupon Sheet w Impose Template :
Location: | C:\Users\efi\Desktop

L

Server name: | FieryColorl

Job action: ’ FieryDemo hold
Job properties: [lenm

Input formats:  EPS, PDF, PS, TIFF, VDP

® [Adnceaseting.

@ General voP
EPS Input file type:  .ppml, zip, .vps, .ps, vpe, .dbf
1 pec
D Microsoft
PDF
Ps

i?

() Color Separated

] pCs
"1 1-Bit TIFF
1 TIFFAT-P1
(0 Special
1 cTaw
ExportPS
] PoF2GO

) IDF

Note: 1, Hot folder will send the file directly to the server,
2. Associated VIPP files should be present in XGFC folders.

@ IIO*JECMJ
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B

6. Nella finestra di dialogo Impostazioni Hot Folders, fare clic su OK.

La cartella automatica viene creata e salvata nel percorso specificato. In questo esempio, si trova
sul desktop del server Fiery.

-

Hot Folder Settings
Folder name: Duplo Coupon Sheet
Description: Duplo Coupon Sheet and Duplo Impose Template  »

Location: Ci\Users\efi\Desktop

Browse.
Server name: FieryColorl

Job action: [ FieryDemo hold ‘]

Job properties: [ Custom = J

Input formats:  EPS, PDF, PS, TIFF, VDP Edit...
—_————

@ Advanced Settings... I OK I Cancel ]

Inviare il lavoro in stampa

1. Trascinare il file di esempio efi_duplo_coupon_sheet_sample_hg.pdf sulla cartella
automatica Duplo Coupon Sheet che si trova sul desktop.

Du P lo

Enupﬂn
Sheet

2. In Command WorkStation, rilasciare il lavoro su Stampa.

1D Fiery Command WorkStation = 5|

File Edit Actions Sever View Help

o
,z JOBS

PROCESSING PRINTING

ARCHIVE MANAGER Idle Idle ef o

I SERVERS FienyDemo.

FCHOUSTON-F5
HELD (90) ey o v | % |BF ez | v rosereEw
Calbrate

HELD

- JobTitle User

PRINTED.

ARCHIVED - =R

efi_duplo_coupon_sheet_sample_hg.pdf 39M8

06 M8

-

ndscape_SAMPLE pdf 06 M8

us.pdf heat..kley 27 MB \ JOB SUMMARY
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Completare la produzione sull'unita di finitura Duplo

1. Caricare i fogli stampati sull’unita di finitura Duplo DC.

2. Nel software DC PC Controller, selezionare la scheda Impostazione 2.

3. Accedere alla sezione Leggi codice a barre e selezionare OGNI FOGLIO per attivare la
funzionalita di scansione dei codici a barre.

§ Duplo DC-646 PC Controller V1.12a (OFF LINE) - X

[[NODATA]

= ed

0/ 0
I~ <T>Stacker Setup
i r
SETTING 1 SETTING 2 | SETTING 3|
™ Reject Batch Separation
o -
Double Feed Detection
o = CPM pos Ad
pos Adj
F:f‘der Capacit - o
Mi <
00 00 =
Waste Full Detect Level =Hm rem L

Mid - RTM pos Adj
On

= = 00 mm [ 00 —mm

Du p|0 Read Barcode
I~ Advanced Mode Every sheet pd
DC-646 o |
SUTTERCUTTER CREASER ey
First sheet only
03 - NODATA

04 - NODATA

log | JOB No. | JOB Name [ sheetCount| Date ~
01 - NODATA - -
02 - NODATA - -

05 - NODATA
08 - _NODaTA

4. Premere Avvia per eseguire il lavoro. In base al codice a barre, lo scanner individua
automaticamente il modello di finitura e inizia a elaborare il lavoro.
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EFI fuels success.

We develop breakthrough technologies for the manufacturing of signage, packaging,

textiles, ceramic tiles, and personalized documents, with a wide range of printers,

inks, digital front ends, and a comprehensive business and production workflow suite

that transforms and streamlines the entire production process, increasing your

competitiveness and boosting productivity. Visit www.efi.com or call 650-357-3500 e i
for more information.

Nothing herein should be construed as a warranty in addition to the express warranty statement provided with EFI products and services.

The APPS logo, AutoCal, Auto-Count, Balance, BESTColor, BioVu, BioWare, ColorPASS, Colorproof, ColorWise, Command WorkStation, CopyNet, Cretachrom, Cretaprint, the Cretaprint logo,
Cretaprinter, Cretaroller, Digital StoreFront, DirectSmile, DocBuilder, DocBuilder Pro, DockNet, DocStream, DSFdesign Studio, Dynamic Wedge, EDOX, EFI, the EFI logo, Electronics For
Imaging, Entrac, EPCount, EPPhoto, EPRegister, EPStatus, Estimate, ExpressPay, FabriVU, Fast-4, Fiery, the Fiery logo, Fiery Driven, the Fiery Driven logo, Fiery JobFlow, Fiery JobMaster, Fiery
Link, Fiery Navigator, Fiery Prints, the Fiery Prints logo, Fiery Spark, FreeForm, Hagen, Inktensity, Inkware, LapNet, Logic, Metrix, MicroPress, MiniNet, Monarch, OneFlow, Pace, Pecas, Pecas
Vision, PhotoXposure, PressVu, Printcafe, PrinterSite, PrintFlow, PrintMe, the PrintMe logo, PrintSmith, PrintSmith Site, PrintStream, Print to Win, Prograph, PSI, PSI Flexo, Radius, Remoteproof,
RIPChips, RIP-While-Print, Screenproof, SendMe, Sincrolor, Splash, Spot-On, TrackNet, UltraPress, UltraTex, UltraVu, UV Series 50, VisualCal, VUTEk, the VUTEk logo, and WebTools are
trademarks of Electronics For Imaging, Inc. and/or its wholly owned subsidiaries in the U.S. and/or certain other countries.

All other terms and product names may be trademarks or registered trademarks of their respective owners, and are hereby acknowledged.

© 2018 ELECTRONICS FOR IMAGING, INC. ALL RIGHTS RESERVED. | WWW.EFL.COM
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