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Resumo dos recursos

O Fiery® Impose é o software de imposi¢édo de folhas baseado em PDF mais intuitivo do mercado.
A integragdo com a Fiery Command WorkStation®, o software de preparo e as ferramentas de
pré-impressao ajudam a automatizar o envio de tarefas de impresséao.

Com os modelos do Fiery Impose, os usuarios podem salvar os layouts das tarefas mais comuns para
automatizar o processo de imposigdo. Os modelos também podem ter cédigo de barras e marcas de
registro, que sdo reconhecidos pelo scanner de cédigo de barras do médulo de acabamento da Duplo
usando o formato * JobID *.

Os codigos de barras e as marcas de registro orientam o equipamento da Duplo sobre como posicionar
laminas, guilhotinas e vincos para fazer o acabamento do documento.

A integragéo do Fiery Impose com os mddulos de acabamento da Duplo aumentam muito a produtividade do
preparo e do acabamento de tarefas ao automatizar o processo, além de economizar tempo e reduzir erros
e desperdicios.

Este guia de instrugdes esta dividido em duas partes:
o Parte 1: Usar modelos da biblioteca para automatizar as tarefas mais comuns

A Parte 1 oferece um conjunto de modelos comuns do Fiery Impose que incluem cédigos de barra
da Duplo. Os modelos podem ser importados no moédulo de acabamento da Duplo e usados para
preparar os produtos impressos para o acabamento.

Este recurso é compativel com os moédulos de acabamento off-line DC-615, DC-616, DC-645,
DC-646, DC-745 e DC-746 da Duplo.

e Parte 2: Criar um layout personalizado para automatizar uma tarefa especifica

A Parte 2 apresenta as etapas para criar um novo layout no controle do médulo de acabamento da
Duplo. Esse layout pode ser importado no Fiery Impose para que os usuarios possam criar um
modelo para automatizar futuras tarefas desde o envio até o acabamento da tarefa.

Este recurso é compativel com o médulo de acabamento off-line DC-746 da Duplo e estara
disponivel para o DC-646 ainda em 2018.



Parte 2: Criar um layout personalizado para automatizar uma tarefa
especifica

Objetivos

Criar um novo layout no controle da Duplo
e exportar o arquivo xml do layout

Importar o arquivo xml do layout no
Fiery Impose e pré-visualizar a tarefa

Criar um modelo do Fiery Impose e criar um
novo fluxo de trabalho Fiery Hot Folder.

Enviar uma tarefa para impressao.

Concluir a produgédo no modulo de
acabamento Duplo.

Recursos adicionais

Para acessar downloads de software, recursos de
treinamento e muito mais, acesse:
Recursos on-line Fiery.

Antes de comecar

Abra a Fiery Command WorkStation 6,2
ou posterior e conecte-se a pelo menos um
servidor Fiery.

Ative a licenca do Fiery Impose no
computador executando a Command
WorkStation.

O Fiery Impose pode ser licenciado
totalmente ou ser executado no modo

de avaliagdo. Para solicitar uma versao
de avaliagao gratuita por 30 dias do Fiery
Impose, acesse:
fiery.efi.com/impose/freetrial 30.

Arraste o arquivo de amostra
efi_duplo_coupon_sheet_sample_hg.pdf
para a fila EM ESPERA do servidor Fiery.
Ou use a opgdo de menu Importar da
Command WorkStation.

Verifique se a impressora e o servidor Fiery
foram calibrados antes de imprimir qualquer
saida.


http://efi.com/resources/fiery-online-resources/
http://fiery.efi.com/impose/freetrial30
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Criar um novo arquivo de layout no controle da Duplo
1. Abra o software Duplo PC Controller.

3 Duplo DC-646 PC Controller V1.12a  (OFF LINE) - X

[[NODATA]

| | J

o/ [ o

, O
Q0

I~ <T>Stacker Setup

=
WIZARD SETTING 1 | SETTING 2| SETTING 3|
DIRECT I Air Knife Cut Trim Setting
L Sitter Giude Read REG Mark I Fine
= I Auto Trail Cut =
SETTING
MAINTENANCE REG. Mark Spec I~ Bold
Fan Register Crease Depth

Speed -

Duplo

™ Change Tool Settings

DC-646 ™ Advanced Mode

SUTTER/CUTTER/CREASER

i

g | JOB No_| JOB Name [ sneetcount| Date -

01 - NODATA e Saved Job log
02 - NODATA ==

03 - NODATA

04 - NODATA .
05 - NODATA Job log. Details
06 - NODATA

2. Clique no botao ASSISTENTE para acessar o Assistente de criacao de tarefa.

e Apenas tarefas criadas no modo simples utilizando o assistente exportardo dados XML.

Duplo DC-646 PC Controller V1.12a x
Slot2 [L/R] Slot3[LR] Slot4[L/R] [ inch>>mm r
|CPM Module L‘ | RTM Module j ISIilter Module j L

A NIA NI [X]=

|Peﬂ j| _-”Perf j|Perf j|p _}|| _| t

JOB No [1 [13X 19 ( 330 2mm X 482 6mm ) -
JOB Name |Cuu;mn5 vl
Width Side Mark
i B2 ide Marl 63
Length 4826 P Lead Mark 63 e
Fr—— Slit
Al254 Bf3ss  C[00 ) [0.0 0. 0.0 0
H10.0 mm
FUNCTION o
1254  2[2413 3 [2476 4[4635 500 0.0 0.0
8 [oo 0.0 0.0 0.0 00 0.0 i[00
15 [0.0 6[00 0.0 0.0 19 [0.0 0 [0.0 1[o0
0.0 0.0 0.0 5 [0 6 [0.0 27 [0.0 0.0 <o D
1 [0.0 0 (0.0
mm
Crease
1 [o0 0.0 3 00 0.0 0.0 0.0 0.0 All Shift
0.0 00 10 00 1|00 12 [o.0 1[0.0 100 Up
0.0 0.0 0.0 0.0 19 (0.0 0 [0.0 mm Left Right
Down
Limit
0

3. Siga as instru¢des do Assistente de criacao de tarefa para criar o modelo de acabamento.
4
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Depois de definir todos os paradmetros, vocé vera a pagina de revisao.

Clique no botdo SALVAR para acessar as fungdes de exportagao.
e Confira se vocé marcou a opgao Salvar arquivo de modelo XML.

e Clique em OK para acessar o menu do explorador de arquivos onde quer salvar
0 arquivo XML.

| Duplo DC-646 PC Controller V1.12a x|
v Save JOB file

[~ Save PDF Template file
v Save XML Template file

L

<

Barcode position area

Direct mode job file option

r

oK CANCEL

6. Escolha um local onde o computador executando a Fiery Command WorkStation possa acessar
0 arquivo.

e O local padrao da Duplo sera C:\Duplo Seiko Corp\DC-646 PC Controller V1.xx.

4 Save As X
™ Duplo Seiko Corp DC-646 PC Controller V1,122

Organize *  New folder - @
I This PC

J 3D Objects res

[ Desktop Template

2 Documents g 0001Postcards20180403

¥ Downloads

D Music

&= Pictures

8 videos

ws Windows (C:)

= LENOVO (D)
v < 5

AL TAR0002Coupons20180418

Save as type: JOB(*.Jm646) ~

~ Hide Folders Cancel

7. Clique no botédo Salvar para salvar o novo modelo na Workstation.
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efi

I——

Duplo DC-646 PC Controller V1.12a

Slot2[LR]

Slot 3 [LIR] Slot4[LUR]

DOWNLOAD

[cPM Module ~| [RT™M Module ~| [Siitter Module -l
[Perf- ~][wa | [Pert ~|[Pert =] [va ] [wa -
JOB No 21 [12X18 ( 304 8mm X 457.2mm ) =~
JOB Name Giite trifold
Width [3045 oy Side Mark [63 L
Length |457 2 . Lead Mark 63 e
- Slit
A[370  B[2640 c[00 o[oo E [00 F [00 G [o0
H[0.0 mm
Cut

3 )00 4 (0.0 5100 6100 7100

[oo— oo
00 s[o0 wfoo  nfoo  12[o0  13foo  ufoo
isfon 16Jo0  17[oa  m.foo  1[oo o0  21[o0
2[00 23[o0 oo 2[00 26[00 2700 o0
2900 30[00
mm

Crease
135 20  3o0  4[oo0  sfoo  6fo0  7[o0
8 [o0 9 [oo wfoo  nfoo  12foo  1foo  uoo

o

15 0.0 16 0.0

17 0.0 18 (0.0 190.0 2010.0 mm

(<] tv) [

I~ inch>>mm

~All Shift

. Right

Left

=

L

8. Clique no botdo BAIXAR para registrar o novo modelo médulo de acabamento da Duplo.
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Ativar as preferéncias do Fiery Impose para importacao de

layout do finalizador

1.
e selecione Fiery Impose.

Selecione uma tarefa em spool na lista EM ESPERA. Clique com o botao direito do mouse

© Fiery Command WerkStation ==
File Edit Actions Server View Help
Idle &
1 JOBS ©
tfrory
PROCESSING PRINTING
ARCHIVE MANAGER Idle Idle e o
SERVERS . A
FCHOUSTON-F5 7
HELD (86) search a - | v |8 8y | v omrem
3, Import 8 Print [ Properties... Q Preview. Newlob fj Delete M Calibrate.. 4f Logs [[)PaperCatalog
HELD Job Status Number Of Pa... Job Title User Size  Pages  Copies ~
PRINTED |8 pooles M.b - ] - —
1 [ f Preview not available!
ARCHIVED [ Sspooled efi_fiery_km_ost_or_en_us.pdf Print and Hold 1
PROCESSING [ spooled FieryColorFlowchart_FS5300_CWS6_US_v2.pdf Prt s Defese 1
Print Next
PRINTING [ Speoled 4pagesSPD_Blue-White.psl Rush Print 1
< Bypass tray A4 70 gem N, Proof Print
LA N e 8 Processed 0 MnM_poster_garota_SAMPLE 1147 pdf 1 .
Tray 1 Letter 105 gem Ha. [ spooled 0 MnM_poster_garots_SAMPLE 1117.pdf Do 1 08 SIMMARY
5 1/201, Pain, 64-74 g Duplicate
: () Eror Collate-None- OffsetDirection-Altemate- Offset] Reane 1 Title
{'{’_“1: ‘;"““‘:"7‘:’ R MnM_business_card_landscape_SAMPLE
17, Plain, 64-74 gsm, ... () Eror Collate-SheethndSet-OffsetDi..tion-Alternate-( Calibrate job. 1 P
%;Tray 3 A4 70 gsm Navigat. 2
[Eijip et il [ spooled Collste-Sheet-OffsetDirection-Altemate-Offset]  Process and Hold 1 :
opies:
xjFitray 1 Unassignea) [ spooled SlipShest-On-SlipFrequency-5 Previen: 2 14
Custom, Plain, 6474 gsm 5 oot S SeiTns Image Enhance Visus! Editor... 2 Media 3
poole: ipSheet-On-
% Pitray 2 (Unassigned) Pt 81/241, Plain, 64-74 gsm
Custom, Plain, 6474 gsm [ spooled SlipSheet-On-2 2 Last calibrated : £
eyt 4 Defoult measurements
89 Processed 0 ME&M South America VDP-aurora-cantu.| T Prefight: £
Impose.. Not Preflighted
B Processed 0 MnM_booklet_posters_LTR_SAMPLE pdf 2 2
FS200w10 Spooled:
[ spooled MM_Posters 117_vertical_final.pdf Merge Joks. 1 Today 11:20:54 PM
Workflow
SERVER-FOEB B Processed 0 fi_fiery_MaM_color_poster SAMPLE 11xd7.pdl  Archive 1 Ml uncsignes 2 m
v 0 ke i v
2. No Fiery Impose, acesse a opgao Editar e selecione Preferéncias.
© Fiery Command WorkStation o |[@ =
File Edit Actions Sever View Help
- = +-Impose - MnM_business_card_landscape_SAMPLE pdf O (E=3 o8 =]
Hory e Adlbns View Help
ARCHIVE MANAGES . | Z
— cui = - -
|inser oy ||| Create Subset || Remove Subset B Z-fold Template -
SERVERS Cut CtrlsX -

=

FCHOUSTON-F5

HELD

Duplicate
Duplicste Jeb...

Select All
PRINTED

ARCHIVED

PROCESSING

CiriseC

CtrlsV

CtrlsD

CtrlsA

Ctrl+Shift+1

Finish Size: [Based on CropBox_~]
Sheet 817241

Copies: 1 5

- Layout

Layout Orientation:

Landscape ~

off

PRINTING » Blecd: | Apply Both
x{Bypass tray A4 74
L tom, P, o4
Preferences.. Layout Offset: &
Margin: Default =
20108 mm
EELL oL
[ | 20108 mm
Lo pin, o4
v Scle
x{Pitray 1 (Unassig —_—
LiCustor, . 64 Scaling: (00 not scale - |
xPrtray 2 nassiofl sob summ: Scale Factor %
[
Page Size -
9 SmmxTom2l |
Media Size
¥/ 216 mmx279 mm 2
£5200w10
Media Type
7] Unsssigned 2
SERVER-FOEB ad & -
B S[e]o] O nam

B
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3. Clique em Impor para visualizar as preferéncias do Fiery Impose.

inish Size
Default finish size for imposed jobs

Based on Crop Box =

Default scale values for imposed jobs

I Do not scale V}

Barcode Format

Mumber of digits used for the job number
2

Finisher Layout Import

/| Allow importing of finisher layout files

Imposition Template path

C\Users\efi\Documents\impose\template\, Browse...

4. Clique na opgéo para ativar a Importar layout do médulo de acabamento.

5. Clique em OK. Essa configuragéo de preferéncias é definida quando o Fiery Impose € reiniciado.
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Importar o arquivo XML Duplo no Fiery Impose

1. Selecione o arquivo de amostra efi_duplo_coupon_sheet_sample_hg.pdf na fila EM ESPERA.
Clique com o botao direito e selecione Impor.

O Fiery Command WorkStation

File Edit Actions Server View Help
Idie )
; JOBS O
tiory
PROCESSING PRINTING
ARCHIVE MANAGER Idle Idle ef.
SERVERS ® FieryDemo
FCHOUSTON-F5
HELD (86) o a~ | % |[B8 g v oeerevEw

&, Import % Print ) Properties.. Q Preview.. [} NewJob [fj Delete ¥ Calibrate.. #ff Logs [y PaperCatalog

HELD Job Status Number Of Pa... Job Title User Size Pages  Copies *

PRINTED |0

Pt = Preview not available!
ARCHIVED [ spooled efi_fiery_km_ost_or_en_us.pdf Print and Hold 1 r
PROCESSING [ spooled FieryColorFlowchart_FS300_CWS6_US_v2.pdf SNt soc Delte 1
Print Next
PRINTING [™ spooled 4pagesSPD_Blue-White.psl Rush Print bn 1
B Processed 0 MnM_poster_garota SAMPLE_11A7.pdf Proof Print 1
[ spocled 0 MnM_poster_garota SAMPLE 11:47.paf Deiste 1 108 SUMMARY
Duplicate
(@) Error Collate-None-OffsetDirection-Alternate-Offset Asame 1 Title
MnM_business_card landscape SAMPLE.
@© Error Collate: SheetAndSet-OffsetDi..tion-Altemate-{  Calibrate job... 1 :
ages:
[ Spooled Collate-Sheet-OffsetDirection-Alternate-Offset: Process and Hold 1 z
Copies
[ Spooled SlipSheet-On-SlipFrequency-5 Preview... 2 14
Image Enhance Visual Editor. Media r
[ Spooled SlipSheet-On-3 2 B} b
% P tray 2 nassignea) e 81/2:11, Plain, 64-74 gsm
Custom, Plain, 64.74 gsm [ Spooled SlipSheet-On-2 2 Last calibrated : &
Sepyardion 4 Default measurements
59 Processed 0 M&M South America antu Preflight: A
I
B Processed 0 MnM_booklet_posters_LTR_SAMPLE.pdf s St pieliibed
FS200w10 Spooled:
[ spooled MM_Posters_1117_vertical final.pef Merge Job.. 1 Today 11:20:54 PM
Workflow:
SERVER-FIEB B Processed 0 efi_fiery MM _color_poster SAMPLE 11d7.pdf  Archive 1 Unassigned /2
- i P i '

Bl - (clo]

2. Clique em Agao na barra de ferramentas e depois em Importar layout do médulo de
acabamento.

e - efi_duplo_coupon_sheet_sample_hg.pdf
Help
DF or PS File...

Insert Image Files...

Create S Remove Subset Z-fold Template:

Insert Server Job...

Insert From Scanner... | Normz

Insert Blank Page Ctrl+Shift+P Finish Sizs
Insert Blank Sheet Ctrl+Shift+5S Sheet:
L Insert Tab .

Duplex
Auto Tabs »

Copies:
Chapter Start Ctrla Shift+ C i
Assign Media.. Sactl o back Ty
Reset to Default Media Default Media
Tab Media...
Convert to Gravecal Cirl Shifts ¥

= — — Bleed:

Import Finisher Layout... I}

Layout Of
dit Pag
Edit Page Margin:
Edit Numbering and Stamps...
Edit Bleed Edge Tab...
Best Fit for Gangup Repeat... Modks
arks:
w Scale
Secaling:
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3. Acesse a pasta que contém o arquivo XML Duplo salvo (0001Coupon sheet20180402.xml)
e selecione-o.

D Select a Finisher Layout File
() [ v Computer » MRD Sample Files on MacBookPro » Final Duplo Sample Files

al Duplo Sample Files P |

Organize ~ New folder = 0 @
¢ Favorites ~ pebiaii bt = =
Bl Deskiop | = 0001Ceupen sheet20180402.xmi
J& Downloads b

6/5/2018 1:08 PM XML Document 2KB

% Recent Places
[ Google Drive
) TO-GA

4 Libraries

] Documents
& Music
=] Pictures

B videos

1% Computer
&, Local Disk (C)
4 DVD RW Drive (D:) TF Prep 4.1.0
3 CD Drive (E)
¥ MRD Sample Files on MacBook Pro

€ Network
1% ADMIN-EQFCS00ED
8 ADMINISTORSMINI
1% ALYSIALU-WTLTL
/% CATHERIB-WILT
15 DILYANAH-WILT 5

File name: 0001Coupon sheet20180402.xml

4. Selecione Abrir.

10
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5. Clique no botédo Exibir linhas do layout do médulo de acabamento para exibir as linhas do
maodulo.

@ Fiery Impose - efi_duplo_coupon_sheet_sample_hg

File Edit Actions View Help

XROFRQ| Eﬁ Jl. Createsubset || Removesubset JNf Z-fold

 Body:1 Sheet

[ - o

Sheet1 - Front. Sheet 1 - Back
Default Media Default Media

As linhas de acabamento compativeis incluem:

Tipo de linha Nome Padréo da linha
Linha do vinco baixo
cima
Linha de perfuragéo | perfuracao

micro-perfuragéao

meio-corte

vinco

dobra N/A

11
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6. Adicionar marca de aparagem. O arquivo XML ja contém o cédigo de barras. Entao,
ele é automaticamente habilitado.

W@ Q| B || Il crestesubset |- Remove Subset fif Z-fold Template: - =

iy 1 Sheet

Adicione um deslocamento de 1 mm as configuragdes superior/inferior e esquerda/direita
para que as marcas de aparagem nao toquem nas imagens finalizadas.

Selecione Marcas: Definir.

Selecione a aba Aparagem, marque a opg¢ao de Imprimir marcas cortadas
Configure o deslocamento de 1 mm na vertical e na horizontal.

Cliqgue em OK.

Imported Layout: 0001Coupen sheet20180402.xml

Gangup
i
d [Repeat -] [LefuRight +] %
Presets:[Custom < H &

Finish Size: User Defined

Trim lank Page Text | Registration Mark and Barcode O Bt |0 255

7| Print trim marks
Sheet: 1309

Standard -
Dupl =
Horizontal length: 5.6444 mm uplex on
Vertical length: 56444 mm Cover
Stroke type: | Solid -] Copies: 7
Stroke width: [1/2 pt. - w Layout

A Layout Orientation: | Portrait

et By L e eSS Auto Page Rotation: | Off -

Row & Column: | 2 x |1
Gutter:
Layout Style: [stondais ]
Bleed: ¥l Apply Both
Y 0mm D omm
Layout Offset: Define
Margin: Custom
By 2samm 3254 mm
| Print mark on front surface only (5 NEPY LRlas s mm
Sheet 1 - Front x| =
Default Media ok | cnca | Merks: o
Scaling: Do not scale -

12



CFi
Como: Criar um layout personalizado para automatizar uma tarefa especifica

7. Na janela de Configuracdes, selecione Desativado para Duplex.
= ==

I

T&mplate:l -] =

Imported Layout: 0001Coupon sheet20180402.xml X
Gangup
Repeat - |[Lemight +] 7

Finish Size: User Defined

B 294mm  |[[)| 2159 mm

Sheet: e —
T
Copes =
w Layout

Layout Orientation: | Portrait

8. Para salvar como um modelo do Fiery Impose, clique no icone Salvar, digite
duplo_coupon_sheet no Nome do arquivo e clique em OK.

= 5 %
kO F Q6 B[] [l creotesubset || Removesubset fif Z-fold Template:
T
* | Imported Layout:  0001Coupon shest20180402 xml x
nmm 1 Sangup
[Repeat - LefRight =] [
Finish Size: User Defined &
Save Template o] B O[esn
FileNem: Sheet Bas
[ Cover Define...
Copies: 1

13
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Como: Criar um layout personalizado para automatizar uma tarefa especifica
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Criar um novo fluxo de trabalho Fiery Hot Folder

1. No console de Fiery Hot Folders, clique em Novo para exibir a janela de configuragdes de
Hot Folders.

& EARL-HAMEG

o Fiery Hot Folders Console

) Duplicate... EFDeactivate [ Delete ¥, Download Files...

I Duplo 12x18 BusinessCard

Duplo 12x18 BusinessCard
& vdp booklet with cover o

EB 1218 gangup repeat ' Locstion:  C:\Users\efi\Desktop
Job action:  Process and Hold

Input formats: EPS, PDF, PS, TIFF, VDP

Show Criginal files |

ER 11x17 user defined

K& Duplo 12x18 BusinessCard

Job properties

Duplex Top-top
Paper Catalog Name Not Defined
Output paper size 1248

Paper type Not Defined
Media weight Mot Defined
Input tray Not Defined
Color mode Mot Defined
Booklet type Off
Stapling Not Defined
Fold Not Defined
Impose Yes

Impose File

C\Users\efi\Documentstimpose\template\#1_BizCard_2:3.5_12x...

o= ]2

4 Status & Log...

2. No campo de nome da pasta, digite Duplo Coupon Sheet.

3. Opcionalmente, digite uma Descri¢ao e detalhes sobre o Hot Folder no campo Descri¢ao.
4. Clique em Procurar e especifique o local da pasta.

-

Hot Folder Settings

Folder name: Duplo Coupon Sheet

Duplo Coupon Sheet and Duplo|Impose Template:[ A

Description:

Location: C:\Users\efi\Desktop Browse...

i

Server name:

Job action:

Job properties: | pefa

Input formats:  EPS, PDF, PS, TIFF, VDP

@ I Advanced Settings... OK ‘ | Cancel

14
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5. No nome do servidor, clique no botao Selecionar para especificar e se conectar ao servidor
Fiery. Para mais instrugdes, consulte Conectando-se a um servidor Fiery.

- —

Folder name: Dy

plo Coupon Sheet

'

Description:

Location:

A\

CA\Users\efi\Desktop

Duple Coupon Sheet and Dupln{[mpnse‘fsmplste I

Server name:

Job action:

Job properties: | pefayle

Input formats:  EPS, PDF, PS, TIFF, VDP

(@) | Advanced Settings...

|

Edit...

0K

I

Cancel ]

[

Connect to Server I—\

3
Favorite list: |:|

Connect to a server:

FieryColorl ¥ E] Q

(Server name or IP address)

@ [ Advanced Settings... Cancel

6. Na sec¢do de acéo de Tarefa, escolha a Fila de servidor Fiery ou agao de tarefa no menu.

Folder name:
Description:

Location:

Server name:

sd

sd

C\Users\efi\Desktop

FieryColorl

Job action:

Job properties:

Input formats:

(@ | Advanced

Process and Hold
Print and Hold

Print and Delete
Proof Print

15
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7. Selecione Propriedades da tarefa, escolha LAYOUT e clique no botao Impor. No menu
Modelo, selecione o0 menu DuploCouponSheet.

DuploCouponSheet o [@][®
Presets: -]
QuE g [ Adobe PDF Print Engine Preferred Reset |
JOB INFO
JOBINFO Normal st
MEDIA Gangup DuploCouponSheet [+
] ’ _ CD 6page jewel case insert + fold 2
2 ol Booklet
— I DuplCouponshet [
IMAGE gang-up repest with 11:d7
FINISHING gangup repeat with 11,17

vop Gangup repeat with 13:d9 trim box w Japense crops
lines
Ling - user defined #1_BizCard_2:3.5_12:18 24up

new media

Offset 8cm Buscard

m

Shifted buscard

|

Cancel |

16
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\

I—

8. No formulario de Entrada, clique no botdo Editar e desmarque a opgéo de VDP. Clique em OK.

Folder name: Duplo Coupon Sheet

Description: Duplo Coupon Sheet w Impose Template :
Location: | C:\Users\efi\Desktop

Server name: | FieryColorl

Job action: [ FieryDemo hold

Job properties: [lenm

Input formats:  EPS, PDF, PS, TIFF, VDP

® [Admnceaseings

@ General VDP
EPS Input file type:  .ppml, zip, .vps, .ps, vpe, .dbf
O e
[T Microsoft
PDF
PS

i?

() Color Separated

) -DCS

1 1-Bit TIFF

1 TIFFAT-P1
(D Special

1 cTtw

ExportPS

] poF260
© JDF

1 ioF

Note: 1. Hot folder will send the file directly to the server,
2. Associated VIPP files should be present in XGFC folders.
© Lok J§ conce |
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B

6. Na caixa de dialogo de Configuragées de Hot Folder, clique em OK.

Vocé criou a Hot Folder e a salvou no local especificado anteriormente. Neste caso, ela esta na
Area de trabalho de nosso servidor Fiery.

-

Hot Folder Settings
Folder name: Duplo Coupon Sheet
Description: Duplo Coupon Sheet and Duplo Impose Template  »

Location: Ci\Users\efi\Desktop

Browse.
Server name: FieryColorl

Job action: [ FieryDemo hold ‘]

Job properties: [ Custom = J

Input formats:  EPS, PDF, PS, TIFF, VDP Edit...
—_————

@ Advanced Settings... OK I Cancel ]

Enviar a tarefa para impressao

1. Arraste e solte o arquivo de amostra efi_duplo_coupon_sheet_sample_hg.pdf na
Duplo Coupon Sheet Hot Folder localizada na area de trabalho.

Du P lo

Enupﬂn
Sheet

2. Na Command WorkStation, libere a tarefa para impressao.

1D Fiery Command WorkStation = 5|

File Edit Actions Sever View Help

o
,z JOBS

PROCESSING PRINTING

ARCHIVE MANAGER Idle Idle ef o

I SERVERS FienyDemo.

FCHOUSTON-F5
HELD (90) ey o v | % |BF ez | v rosereEw
Calbrate

HELD

- JobTitle User

PRINTED.

ARCHIVED - =R

efi_duplo_coupon_sheet_sample_hg.pdf 39M8

06 M8

-

ndscape_SAMPLE pdf 06 M8

us.pdf heat..kley 27 MB \ JOB SUMMARY
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Concluir a producao no médulo de acabamento da Duplo

1. Carregue as paginas impressas no médulo de acabamento da Duplo DC.

2. No DC PC Controller, selecione a aba Configuragao 2.

3. Acesse a segao Ler cddigo de barras e selecione TODAS AS PAGINAS para ativar o recurso de
leitura de codigo de barras.

§ Duplo DC-646 PC Controller V1.12a (OFF LINE) - X

[[NODATA]

= ed

0/ 0
I~ <T>Stacker Setup
e i r
SETTING 1 SETTING 2 | SETTING 3|
™ Reject Batch Separation
o -

Double Feed Detection
o = CPM pos Ad

pos Adj
F:Zder Capacit - o
i e

00 00 =
Waste Full Detect Level =Hm rem L
Ll ad RTM pos Adj
On
= = 00 mm [ 00 —mm
Duplo Read Barcode
I™ Advanced Mode Every sheet ~
DC-646 o |
SUTTERUTTER/CREASER e
First sheet only
03 - NODATA

04 - NODATA

log | JOB No. | JOB Name [ sheetCount| Date ~
01 - NODATA - -
02 - NODATA - -

05 - NODATA
08 - _NODaTA

4. Clique em Iniciar para comegar a tarefa. O leitor vai detectar automaticamente o modelo de
acabamento, com base no cédigo de barras, e comecgara a processar a tarefa.
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EFI fuels success.

We develop breakthrough technologies for the manufacturing of signage, packaging,

textiles, ceramic tiles, and personalized documents, with a wide range of printers,

inks, digital front ends, and a comprehensive business and production workflow suite

that transforms and streamlines the entire production process, increasing your

competitiveness and boosting productivity. Visit www.efi.com or call 650-357-3500 e i
for more information.

Nothing herein should be construed as a warranty in addition to the express warranty statement provided with EFI products and services.

The APPS logo, AutoCal, Auto-Count, Balance, BESTColor, BioVu, BioWare, ColorPASS, Colorproof, ColorWise, Command WorkStation, CopyNet, Cretachrom, Cretaprint, the Cretaprint logo,
Cretaprinter, Cretaroller, Digital StoreFront, DirectSmile, DocBuilder, DocBuilder Pro, DockNet, DocStream, DSFdesign Studio, Dynamic Wedge, EDOX, EFI, the EFI logo, Electronics For
Imaging, Entrac, EPCount, EPPhoto, EPRegister, EPStatus, Estimate, ExpressPay, FabriVU, Fast-4, Fiery, the Fiery logo, Fiery Driven, the Fiery Driven logo, Fiery JobFlow, Fiery JobMaster, Fiery
Link, Fiery Navigator, Fiery Prints, the Fiery Prints logo, Fiery Spark, FreeForm, Hagen, Inktensity, Inkware, LapNet, Logic, Metrix, MicroPress, MiniNet, Monarch, OneFlow, Pace, Pecas, Pecas
Vision, PhotoXposure, PressVu, Printcafe, PrinterSite, PrintFlow, PrintMe, the PrintMe logo, PrintSmith, PrintSmith Site, PrintStream, Print to Win, Prograph, PSI, PSI Flexo, Radius, Remoteproof,
RIPChips, RIP-While-Print, Screenproof, SendMe, Sincrolor, Splash, Spot-On, TrackNet, UltraPress, UltraTex, UltraVu, UV Series 50, VisualCal, VUTEk, the VUTEk logo, and WebTools are
trademarks of Electronics For Imaging, Inc. and/or its wholly owned subsidiaries in the U.S. and/or certain other countries.

All other terms and product names may be trademarks or registered trademarks of their respective owners, and are hereby acknowledged.

© 2018 ELECTRONICS FOR IMAGING, INC. ALL RIGHTS RESERVED. | WWW.EFL.COM
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