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Prehled funkce

Tato pfirucka vam predstavi klicové funkce Fiery®
pro spravu barev, které vam pomohou:

e Dosahnout nejlepsi shody pfimych barev.
e Vzdy spravné tisknout prahlednost a pretisky.

e Spravovat vice barevnych prostort v jednom
dokumentu.

o Nezavisle dodrzovat vloZzené profily pro
obrazky v CMYK, RGB a ve stupnich Sedé.

o VylepSovat obrazky s nizkym rozliSenim.
e Vyhnout se nedokonalostem v soutisku.
e Zaijistit, aby byl pro &erné prvky pouzivan
pouze Cerny toner.
Cile
o Nastavit tisk tak, aby byla spolehlivé
zajisténa nejvyssi kvalita vystupu.
Dalsi zdroje
Dalsi informace o nastaveni barev Fiery naleznete
na webové strance Fiery vénované barvam

a zpracovani obrazu na adrese fiery.efi.com/color.
Najdete zde:

o Dokument ,Fiery Color Best Practice
Settings” (osvédcené postupy pfi
nastavovani barev),

e Videonahravku Fiery Color Best Practice
Settings (osvéd&ené postupy pfi nastavovani
barev).

Na adrese efi.com/wofwebinars najdete serial
webinaft World of Fiery vénovany sprave barev.
Webinar ,Fiery Command WorkStation® 6 —
Configuring color settings and best practices”

(Fiery Command WorkStation® 6 — konfigurace
nastaveni barev a osvédcené postupy) najdete mezi

a zpracovani obrazu.

Dalsi software ke staZeni, prostiedky pro Skoleni

a dalSi funkce najdete na webu Online prostfedky Fiery.

Nez zac¢nete

e Otevrete aplikaci Fiery Command
WorkStation 6 nebo novéjsi a pfipojte se
k alespon jednomu serveru Fiery se
systémem Fiery FS350 / FS350 Pro.

e Ukazkovy soubor
efi_fiery_MnM_color_poster_
SAMPLE_11x17 nebo
efi_fiery_MnM_color_ poster SAMPLE_A3
ulozte do fronty podrzenych uloh serveru
Fiery. Pfetdhnéte soubor do seznamu
podrzenych uloh aplikace Command
WorkStation. Muzete rovnéz pouzit moznost
importu v nabidce aplikace Command
WorkStation.

e Prfed tiskem jakéhokoli vystupu musi
probé&hnout kalibrace tiskarny i serveru Fiery.


http://fiery.efi.com/color
http://efi.com/wofwebinars
http://efi.com/resources/fiery-online-resources/
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Job Properties

QUICK ACCESS
JOBINFO
MEDIA

LAYOUT

IMAGE
FINISHING
VDP
STAMPING

SUMMARY

Job:| M&M _Color_Poster 11:17 MK

("] Adobe PDF Print Engine Preferred
& ReB/Lab
RGB Source:
sRGB (PC) [=]

Use RGB embedded profiles

RGB rendering intent:
Phetographic [=]

Print RGB gray using black only:
off

O crayscale

Grayscale source:
Dot Gain 0% [+]

Use Gray embedded profiles

Grayscale rendering intent:
Relative Colorimetric [

Print gray using black only:
Tod/Graphics/mages [+

~ Color settings
(] PDF/X output intent.

[ Separate RGB/Lab to CMYK source

Black overprint (for pure black):
off

% [T 2-color print mapping

%% [7] Combine separations

@ [ Optimize RGB transparency

Job will be processed again before

A printing

@
A avk o
CMYK source:
GRAC0L2013 CRPCG (EF)  [v]

Use CMYK embedded profiles

CMYK rendering intent:
Relative Colorimetric [=]

Black point compensation

Print CMYK gray using black only:

off
@ spot color
Spot color matching

Use spot group:

Default =]

I

Black text and graphics:
Pure Black On [=]

[Fae. @composite overprint

E [ substitute colors
B @iigiamng

ImageViewer Curves:
No correction [

Print ]E] [ o

] [ Cancel

QUICK ACCESS

JOBINFO

MEDIA

LAYOUT

COLOR

FINISHING

vDP

Job: MM _Color_Poster 1117 -

Presets:

|| Adobe PDF Print Engine Preferred

Brightness:

[] Use maximum printer density
Wi | 100% normal [«

) [¥/Image smoothing Ej Image quality:

Best [«
a Text/graphics quality:
Best  [+] ] Toner reduction

. Halftone simulation:
off =]

Resolution:

1200 dpi [=]

Postup pfi nastaveni tisku pomoci Adobe® PostScript

1.

Vyberte soubor efi_fiery_MnM_color_poster_SAMPLE_11x17 nebo efi_fiery_MnM_
color_poster_SAMPLE_A3 v seznamu podrZzenych uloh. Pak kliknéte pravym tladitkem mysi
a vyberte moznost Vlastnosti.

Kliknéte na kartu Barva a nastavte nasledujici moznosti:

a. Zaskrtnéte policko Pouzit viozené profily RGB.

-~ 0 oo o

Zaskrtnéte policko Shoda pfimych barev.

Zaskrtnéte policko Kompozitni pretisk.

Zaskrtnéte policko Pouzit viozené profily CMYK.

Zaskrtnéte policko Pouzit viozené profily Sedé.

V &asti Cerny text a grafika vyberte moznost Cista éerna zapnuta.

g. ZaSkrtnéte policko Automatické nastaveni presahu barev.

3. Kliknéte na kartu Obrazek a nastavte nasledujici moznosti:

a. ZaSkrtnéte policko Vyhlazovani obrazu.

b. V &asti Text/Graphics Quality vyberte moznost Nejlepsi.

4. Kliknéte na kartu Médium a vyberte velikost papiru 11x17 nebo A3.

5. Kliknutim na polozku Tisk odeslete ulohu na vystupni zafizeni.
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Job Properties

Job:| M&M_Color_Poster 11:17 IR

(V] Adobe PDF Print Engine Preferred
& ReB/Lab
RGE Source:
SRGB (PC) [=]

Use RGB embedded profiles

RGB rendering intent:
Photegraphic [=]

Print RGB gray using black only:
off

M Grayscale
Grayscale source:
Dot Gain 0% [ +]

Use Gray embedded profiles

Grayscale rendering intent:
Relative Colorimetric

Print gray using black only:
Text/Graphics/Images

~ Color settings
[”] PDF/X output intent

[ Separate RGB/Lab to CMVK source

Black overprint (for pure black):
off

g [Z]2-color print mapping

%% [Z] Combine separations

=
®
A vk o
CMYK source:

GRAC0L2013 CRPCE (EF)  [+]

Use CMYK embedded profiles

CMYK rendering intent:
Relative Colorimetric [=]

[¥] Black point compensation

Print CMVK gray using black only:

Off
@ spot color
Spot color matching

Use spot group:

Default [=]

i

Black text and graphics:
Pure Black On [=]

[P [ Composite overprint

ﬂ [7] Substitute colars

D— Auto trapping

Presets:

Job: MM _Color_Poster_11xd7 BIRE

55

2l (V/iAdobe FOF Frint Engine Preferred

[] Use maximum printer density Brightness:

MEDIA 100% normal [+
LAYOUT @) [@limage smoothing @ Image quality:
COLOR Bt []
a Text/graphics quality:

Best E [¥] Toner reduction
FINISHING . Halftone simulation: Resolution:
e ot =] 1200dpi [v]

ImageViewer Curves:

) Optimnize RGB transparency
No correction

Job will be processed again before

A printing. Brint |E] [ o

] [ Cancel

Postup pfi nastaveni tisku pomoci Adobe PDF Print Engine (APPE)

Tisk pomoci APPE podporuji pouze externi servery Fiery.

1. Vyhledejte soubor efi_fiery_MnM_color_poster_SAMPLE_11x17 nebo efi_fiery_MnM_color_
poster_SAMPLE_A3 v seznamu podrzenych uloh. Pak kliknéte pravym tlaCitkem mysi a vyberte
moznost Vlastnosti.

2. Zaskrtnéte policko Upfednostfiovan modul Adobe PDF Print Engine.
Kliknéte na kartu Barva a nastavte nasledujici mozZnosti:
a. ZaSkrtnéte policko Pouzit vlozené profily RGB.
Zaskrtnéte policko Pouzit vlozené profily CMYK.
Zaskrtnéte policko Pouzit viozené profily Sedé.
Zaskrtnéte policko Shoda pfimych barev.
Zaskrtnéte policko Optimalizovat prihlednost RGB.

V &asti Cerny text a grafika vyberte moznost Cista éerna zapnuta.

@ =~ 0o o o T

Zaskrtnéte policko Kompozitni pretisk.

h. ZaSkrtnéte policko Automatické nastaveni presahu barev.
4. Kliknéte na kartu Obrazek a nastavte nasledujici moznosti:

a. ZaS8krtnéte policko Vyhlazovani obrazu.

b. V &asti Text/Graphics Quality vyberte moznost Nejlepsi.
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5. Kliknéte na kartu Médium a vyberte velikost papiru 11x17 nebo A3.

6. Kliknutim na poloZku Tisk odeSlete ulohu na vystupni zafizeni.

Srovnani optimalizovanych vysledki s moznymi tiskovymi chybami
v reprodukci barev

Job Properties

Job: [ M&IM_Color_Poster 1117 Presets: [Factory Default

= Save Preset.., -
28 || Adobe PDF Print Engine Preferred

Manage Local Presets...
Faclol\r Default
 nesish W oo Gk
RGB Source: CMYK so1 SEMVET Presets-mmmmemm oo ooeee
- 12:8-200gsm
SRGE (PC) =] GRACOLZ 13.5j0bs

1. Vyhledejte soubor efi_fiery_MnM_color_poster_ SAMPLE_11x17 nebo efi_fiery_MnM_color_
poster_SAMPLE_A3 v seznamu podrzenych uloh. Pak kliknéte pravym tlaCitkem mysi a vyberte
moznost Vlastnosti.

Otevrete rozeviraci nabidku Predvolby a vyberte moznost Vychozi nastaveni vyrobce.

Kliknéte na kartu Médium a vyberte velikost papiru 11x17 nebo A3.

Externi servery Fiery:
4. ZaSkrtnéte policko Uprednostiiovan modul Adobe PDF Print Engine.
Zruste zaskrtnuti policka Kompozitni pretisk.

5

6. Zruste zaSkrtnuti policka Shoda pfimych barev.

7. Kliknutim na poloZku Tisk odeslete Ulohu na vystupni zafizeni.
8

Porovnejte vytisky s témi, které jste vytvofili s pomoci vySe uvedenych moznosti PostScript a APPE.

Integrované nebo pfipevnéné servery Fiery:
3. ZruSte za8krtnuti policka Shoda pfimych barev.
4. Kliknutim na polozku Tisk odeSlete ulohu na vystupni zafizeni.

5. Porovnejte vytisky s témi, které jste vytvofili s pomoci vySe uvedené moznosti PostScript.
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Poznamka:

N

Na druhé strance této ukazky tisku jsou uvedeny informace o moznych chybach v reprodukci prvki na prvni strance.
Do informaci mdZete nahliZet pfi nastavovani tisku, a optimalizovat s jejich pomoci reprodukci barev a zpracovani obrazu

Jjednotlivych prvka.

To properly configure print settings using the Fiery driver
and Job Properties, select the following options:

To render RCB transparencies Toimprove the
with Adobe FDF Prin: Engine  To achisie the bestmatch  For CMYK o spct To avoid registration.  quality of low To Tespact a soures
(APPE) processing path: forbrand calors: color overprints: imperfections: resolutionimages:  RGB profile:

el [ Spat ey o) il = [¥] Use RGA embedded
] Use RGB emibedded profiles profiles

|

YOUR JOURNEY
STARTS HERE

|

This print sample demonstrates key Fierny® color management
capabilities:

» Achieves the best match for spot colors

» Comectly prints transparencies and overprints every time

» Manages multiple color spaces in a single document

+ Independently honors embedded profiles for CMYK, RGE,

and grayseale images

+ Improves low-resclution images

« Helps avoid registration imperfections

» Ensures Hack elements use black toner orly

The image on the right indicates mary of the settings users can
check to reliably achieve the best quality curtpur.
For additional information on Fiery color settings, visit the Fiery
Color and Imaging web page at fiery.eficom/color, where you
can find:

« Fiery Color Best Practice Settings docurment

» Fiery Color Best Practice Settings video
To access webinar recordings about cclor management, visit
the World of Fiery series at efi comiwofwebinars Select past

For CMYK or spot Torespect a source

e

For drop shadowson o reproduce 100% To achiewe the bestmatch  To respert a source

bl i — - color overprints: CMYH proile: top of spot colors: black slements: for brand colors: Grayscals profils:
recordings for Fiery Col [maging products to view N . . .
. Com WorkStation® 6 — C ting [ Composite overprint 7] Use CMYK embedded (7] Composite overprint Emm.;l\gmﬂn [ Spot color matching Em&:m
and best practices” webinar,
*-_ E‘j Printad om a Fierye digitsl print sever driving 2 digital color printar
| B4 = e s




EFI fuels success.

We develop breakthrough technologies for the manufacturing of signage, packaging,

textiles, ceramic tiles, and personalized documents, with a wide range of printers,

inks, digital front ends, and a comprehensive business and production workflow suite

that transforms and streamlines the entire production process, increasing your

competitiveness and boosting productivity. Visit www.efi.com or call 650-357-3500 e i
for more information.

i*

Nothing herein should be construed as a warranty in addition to the express warranty statement provided with EFI products and services.

The APPS logo, AutoCal, Auto-Count, Balance, BESTColor, BioVu, BioWare, ColorPASS, Colorproof, ColorWise, Command WorkStation, CopyNet, Cretachrom, Cretaprint, the Cretaprint logo,
Cretaprinter, Cretaroller, Digital StoreFront, DirectSmile, DocBuilder, DocBuilder Pro, DockNet, DocStream, DSFdesign Studio, Dynamic Wedge, EDOX, EFI, the EFI logo, Electronics For
Imaging, Entrac, EPCount, EPPhoto, EPRegister, EPStatus, Estimate, ExpressPay, FabriVU, Fast-4, Fiery, the Fiery logo, Fiery Driven, the Fiery Driven logo, Fiery JobFlow, Fiery JobMaster, Fiery
Link, Fiery Navigator, Fiery Prints, the Fiery Prints logo, Fiery Spark, FreeForm, Hagen, Inktensity, Inkware, LapNet, Logic, Metrix, MicroPress, MiniNet, Monarch, OneFlow, Pace, Pecas, Pecas
Vision, PhotoXposure, PressVu, Printcafe, PrinterSite, PrintFlow, PrintMe, the PrintMe logo, PrintSmith, PrintSmith Site, PrintStream, Print to Win, Prograph, PSI, PSI Flexo, Radius, Remoteproof,
RIPChips, RIP-While-Print, Screenproof, SendMe, Sincrolor, Splash, Spot-On, TrackNet, UltraPress, UltraTex, UltraVu, UV Series 50, VisualCal, VUTEk, the VUTEk logo, and WebTools are
trademarks of Electronics For Imaging, Inc. and/or its wholly owned subsidiaries in the U.S. and/or certain other countries.

All other terms and product names may be trademarks or registered trademarks of their respective owners, and are hereby acknowledged.
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