efi K

Fiery FS350/FS350 Pro

Como:
Otimizar a qualidade das
cores dos documentos
efi



Como: Otimizar a qualidade das cores dos documentos

Resumo dos recursos

Este guia de instrugbes demonstra os principais
recursos de gerenciamento de cores do Fiery® que
ajudam vocé a:

e  Obter a melhor correspondéncia de cores
especiais

e Imprimir corretamente transparéncias
e sobreimpressdes

e Gerenciar diversos espagos de cores em um
unico documento

e Manter perfis integrados para imagens
CMYK, RGB e grayscale

e Melhorar imagens com baixa resolugao
o Evitar o registro de imperfeigdes

e Garantir que elementos pretos usem apenas
toner preto

Objetivos

e Aplicar configuragdes adequadas
e confiaveis para obter impressbées da mais
alta qualidade

Recursos adicionais

Para obter mais informagdes sobre configuragbes de
cores do Fiery, acesse a pagina Imagens e cores
Fiery em fiery.efi.com/color, onde vocé encontrara:

e Documento de melhores praticas
e configuracdes de cores do Fiery

e Video de melhores praticas e configuragdes
de cores do Fiery

Para acessar gravagdes de webinars sobre
gerenciamento de cores, acesse a série World of
Fiery em efi.com/wofwebinars. Selecione gravagdes
anteriores de produtos do Imagens e cores Fiery
para ver o webinar “Fiery Command WorkStation® 6
— Configurar definicbes de cor e melhores praticas”.

Para fazer download de outros softwares, recursos
de treinamento e muito mais, acesse os Recursos

on-line do Fiery.

Antes de comecgar

e Abra a Fiery Command WorkStation 6 ou
posterior e conecte-se a pelo menos um
servidor Fiery que execute o Fiery
FS350/FS350 Pro.

e Coloque o arquivo de amostra,
efi_fiery_MnM_color_poster_
SAMPLE_11x17 ou efi_fiery_MnM_color_
poster_SAMPLE_A3, na lista EM ESPERA
do servidor Fiery. Arraste o arquivo para
a lista EM ESPERA da Command
WorkStation. Ou vocé pode usar a opgédo de
menu Importar da Command Workstation.

e Verifique se a impressora e o servidor Fiery
foram calibrados antes de imprimir qualquer
saida.


http://fiery.efi.com/color
http://efi.com/wofwebinars
http://efi.com/resources/fiery-online-resources/
http://efi.com/resources/fiery-online-resources/
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Job Properties

QUICK ACCESS
JOBINFO
MEDIA

LAYOUT

IMAGE
FINISHING
VDP
STAMPING

SUMMARY

Job:| M&M _Color_Poster 11:17 MK

("] Adobe PDF Print Engine Preferred
& RGB/Lab
RGB Source:
sRGB (PC) [=]

Use RGB embedded profiles

RGB rendering intent:
Phetographic [=]

Print RGB gray using black only:
off

O crayscale

Grayscale source:
Dot Gain 0% [+]

Use Gray embedded profiles

Grayscale rendering intent:
Relative Colorimetric [

Print gray using black only:
Tod/Graphics/mages [+

~ Color settings
(] PDF/X output intent.

[ Separate RGB/Lab to CMYK source

Black overprint (for pure black):
off

% [T 2-color print mapping

%% [7] Combine separations

[#) [ optimize RGB transparency

Job will be processed again before

A printing

@
A avk o
CMYK source:
GRAC0L2013 CRPCG (EF)  [v]

Use CMYK embedded profiles

CMYK rendering intent:
Relative Colorimetric [=]

Black point compensation

Print CMYK gray using black only:

off
@ spot color
Spot color matching

Use spot group:

Default =]

I

Black text and graphics:
Pure Black On [=]

[Fae. @composite overprint

E [ substitute colors
B @astmning

ImageViewer Curves:
No correction [

Print ]E] [ o

] [ Cancel

Aplique as configuragoes de impressao usando o caminho de

impressio do Adobe® PostScript

1.

Presets:

Job: [M&M,(o\or}o;ter,um

BiE

QUICK ACCESS

|| Adobe PDF Print Engine Preferred

JOBINFO
[] Use maximum printer density
MEDIA

LAYOUT @) image smoothing

Sy a Text/graphics quality:

Best |7
m Halftone simulation:
off =]

FINISHING

vDP

Brightness:
Wi | 100% normal [«

Image quality:
D
E Best  [+]

[¥] Toner reduction

Resolution:

1200 dpi [=]

Localize o arquivo efi_fiery_MnM_color_poster_SAMPLE_11x17 ou efi_fiery_MnM_
color_poster_SAMPLE_A3 na lista EM ESPERA e clique com o botao direito do mouse para
selecionar Propriedades.

Clique na guia Cor e defina as seguintes opg¢des:

a. Marque a caixa de selegdo Usar perfis de RGB integrados.

Marque a caixa de selegao Usar perfis de CMYK integrados.

Marque a caixa de selegao Usar perfis de cinza integrados.

Em Texto e graficos em preto, selecione Preto puro ligado.

b
c
d. Marque a caixa de selegdo Correspondéncia de cores exatas.
e
f

Marque a caixa de selecao Sobreposi¢cao composta.

g. Marque a caixa de selegéo Interceptagao automatica.

3. Clique na guia Imagem e defina as seguintes op¢des:

a. Marque a caixa de selegdo Suavizagao da imagem.

b. Em Qualidade de texto/graficos, selecione Melhor.

4. Clique na guia Midia e selecione o Tamanho de papel 11x17 ou A3.

5. Clique em Imprimir para enviar o trabalho para o dispositivo de saida.
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Job Properties

Job:| M&M_Color_Poster 11:17 IR

(V] Adobe PDF Print Engine Preferred
& RGB/Lab
RGB Source:
SRGB (PC) [=]

Use RGB embedded profiles

RGB rendering intent:
Photegraphic [=]

Print RGB gray using black only:
off

M Grayscale
Grayscale source:
Dot Gain 0% [ +]

Use Gray embedded profiles

Grayscale rendering intent:
Relative Colorimetric

Print gray using black only:
Text/Graphics/Images

~ Color settings
[”] PDF/X output intent

[ Separate RGB/Lab to CMVK source

Black overprint (for pure black):
off

g [Z]2-color print mapping

%% [Z] Combine separations

[®) [ Optimize RGB transparency

Job will be processed again before

A printing.

=
®
A vk o
CMYK source:

GRAC0L2013 CRPCE (EF)  [+]

Use CMYK embedded profiles

CMYK rendering intent:
Relative Colorimetric [=]

[¥] Black point compensation

Print CMVK gray using black only:

Off
@ spot color
Spot color matching

Use spot group:

Default [=]

i

Black text and graphics:
Pure Black On [=]

[P [ Composite overprint

ﬂ [7] Substitute colars
D— [7] Aute trapping

ImageViewer Curves:

No correction

Brint |E] [ o

] [ Cancel

Job:lM&M_CDIor_Poster_ll)d? v] | Presets:

55

2l (V/iAdobe FOF Frint Engine Preferred

[] Use maximum printer density Brightness:

MEDIA i |100% normal [+
LAYOUT J  [VImage smoothing Ej Image quality:
Best  []

Eakzn a Text/graphics quality:

Best E

. Halftone simulation:

off [=]

Toner reduction
FINISHING Resolution:

1200 dpi [=]

VDP

Aplique as configuragoes de impressao usando o caminho de
impressao do Adobe PDF Print Engine (APPE)

O caminho de impressédo do APPE é compativel apenas com servidores Fiery externos.

1. Localize o arquivo efi_fiery_MnM_color_poster_ SAMPLE_11x17 ou efi_fiery_MnM_color_
poster_SAMPLE_AS3 na lista EM ESPERA. Clique com o bot&o direito do mouse para selecionar

Propriedades.

2. Marque a caixa de selegdo Adobe PDF Print Engine preferido.

Clique na guia Cor e defina as seguintes opg¢des:

a. Marque a caixa de selegdo Usar perfis de RGB integrados.

@ o oo T

Marque a caixa de selegao Usar perfis de CMYK integrados.
Marque a caixa de selegao Usar perfis de cinza integrados.
Marque a caixa de selegao Correspondéncia de cores exatas.
Marque a caixa de selegcao Otimizar transparéncia de RGB.
Em Texto e graficos em preto, selecione Preto puro ligado.

Marque a caixa de selecao Sobreposi¢cao composta.

h. Marque a caixa de selegéo Interceptagao automatica.

4. Cligue na guia Imagem e defina as seguintes opgoes:

a. Marque a caixa de selegdo Suavizagao da imagem.

b. Em Qualidade de texto/graficos, selecione Melhor.
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5. Clique na guia Midia e selecione o Tamanho de papel 11x17 ou A3.

6. Clique em Imprimir para enviar o trabalho para o dispositivo de saida.

Compare resultados otimizados com possiveis erros de impressao na
reproducao de cores

Job Properties

Job: [ M&IM_Color_Poster 1117 Presets: [Factory Default

Save Preset... af

55 || Adobe PDF Print Engine Preferred Manage Local Presets...
_. VK Faclol\r Default

& ReBjlab Default

RGB Source: CMYK so1 SEMVET Presets-mmmmemm oo ooeee
12x18-200gsm

SRGE (PC) [=] GRACOLZ 13,43j0bs

1. Localize o arquivo efi_fiery_MnM_color_poster_SAMPLE_11x17 ou efi_fiery_MnM_color_
poster_SAMPLE_AS3 na lista EM ESPERA. Clique com o botao direito do mouse para selecionar
Propriedades.

Abra o menu suspenso Predefinigdes e selecione Padrao de fabrica.

Clique na guia Midia e selecione o Tamanho de papel 11x17 ou A3.

Para servidores Fiery externos:
4. Marque a caixa de selecao Adobe PDF Print Engine preferido.
Desmarque a caixa de sele¢cao Sobreposi¢cao composta.

5

6. Desmarque a caixa de selegao Correspondéncia de cores exatas.

7. Clique em Imprimir para enviar o trabalho para o dispositivo de saida.
8

Compare os resultados de impressao com os que usam os caminhos de impressao PostScript
e APPE acima.

Para servidores Fiery integrados ou ampliados:
3. Desmarque a caixa de selegdo Correspondéncia de cores exatas.
4. Cligue em Imprimir para enviar o trabalho para o dispositivo de saida.

5. Compare os resultados de impressdo com os que usam o caminho de impressao PostScript acima.
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Nota:

A segunda pagina deste arquivo de amostra de impressao contém informagbes para identificar possiveis erros na
reproducéo de elementos de design na primeira pagina. Vocé pode usa-la para fazer referéncia a configuracdo de
impressao que ajuda a otimizar a reprodug¢do de cores e imagens em cada elemento.

To properly configure print settings using the Fiery driver
and Job Properties, select the following options:

To rerder RCB transparenciss Toimprove the

with Adobe PDF Print Engine To achieve the bestmatch  For CMYK or spat. To avoid egistration.  quality of low To Tespect & source
(APPE) processing path: for brand colors: color overprints: imparfactions: resolutionimages:  RGB prefile
[ spet g & il = €] Use RGB embedded.
profiles

il
] Use RGB emibedded profiles |

YOUR JOURNEY
STARTS HERE

This print sample demonstrates key Fierny® color management
capabilities:

» Achieves the best match for spot colors

» Comectly prints transparencies and overprints every time

» Manages multiple color spaces in a single document

+ Independently honors embedded profiles for CMYK, RGE,

and grayseale images

+ Improves low-resclution images

« Helps avoid registration imperfections

» Ensures Hack elements use black toner orly

The image on the right indicates mary of the settings users can
check t relisbly achieve the best quality cutput.

For additional information on Fiery cclor settings, visit the Fiery : i SEmnIisenT
Color and Imaging web page &t fiery.efi.com/color, where you : . e
can find:
« Fiery Color Best Practice Settings document
+ Fiery Color Best Practice Settings video

To access webinar recordings about cclor management, visit
the World of Fiery series at efi comiwofwebinars Select past
recordings for Fiery Color and Imaging products to view the

For CMYK or spot Torespectasource  Fordrop shadowson  To reproduce 1008 To achiewe the bestmatch  To respert a source
color overprints: CMYH profile: top of spat colors: black elements: for brand colors: Grayscale profile:

. Com WorkStation® 6 — C ting [ Composite overprint 7] Use CMYK embedded (7] Composite overprint Emﬁgwﬂm [ Spot color matching Em&:m
and best practices” webinar,
*l E‘j Printad om a Fierye digitsl print sever driving 2 digital color printar
s
fleth P, e &bt




EFI fuels success.

We develop breakthrough technologies for the manufacturing of signage, packaging,

textiles, ceramic tiles, and personalized documents, with a wide range of printers,

inks, digital front ends, and a comprehensive business and production workflow suite

that transforms and streamlines the entire production process, increasing your

competitiveness and boosting productivity. Visit www.efi.com or call 650-357-3500 e i
for more information.

i*

Nothing herein should be construed as a warranty in addition to the express warranty statement provided with EFI products and services.

The APPS logo, AutoCal, Auto-Count, Balance, BESTColor, BioVu, BioWare, ColorPASS, Colorproof, ColorWise, Command WorkStation, CopyNet, Cretachrom, Cretaprint, the Cretaprint logo,
Cretaprinter, Cretaroller, Digital StoreFront, DirectSmile, DocBuilder, DocBuilder Pro, DockNet, DocStream, DSFdesign Studio, Dynamic Wedge, EDOX, EFI, the EFI logo, Electronics For
Imaging, Entrac, EPCount, EPPhoto, EPRegister, EPStatus, Estimate, ExpressPay, FabriVU, Fast-4, Fiery, the Fiery logo, Fiery Driven, the Fiery Driven logo, Fiery JobFlow, Fiery JobMaster, Fiery
Link, Fiery Navigator, Fiery Prints, the Fiery Prints logo, Fiery Spark, FreeForm, Hagen, Inktensity, Inkware, LapNet, Logic, Metrix, MicroPress, MiniNet, Monarch, OneFlow, Pace, Pecas, Pecas
Vision, PhotoXposure, PressVu, Printcafe, PrinterSite, PrintFlow, PrintMe, the PrintMe logo, PrintSmith, PrintSmith Site, PrintStream, Print to Win, Prograph, PSI, PSI Flexo, Radius, Remoteproof,
RIPChips, RIP-While-Print, Screenproof, SendMe, Sincrolor, Splash, Spot-On, TrackNet, UltraPress, UltraTex, UltraVu, UV Series 50, VisualCal, VUTEk, the VUTEk logo, and WebTools are
trademarks of Electronics For Imaging, Inc. and/or its wholly owned subsidiaries in the U.S. and/or certain other countries.

All other terms and product names may be trademarks or registered trademarks of their respective owners, and are hereby acknowledged.

© 2018 ELECTRONICS FOR IMAGING, INC. ALL RIGHTS RESERVED. | WWW.EFL.COM
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