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PANTONE® Color Enabled Fiery® Servers
How to download the PANTONE Formula Guide V4 
(coated and uncoated)

Follow the steps below to easily download the PANTONE Formula 
Guide V4 libraries (coated and uncoated). 

1.	 Download the PANTONE Formula Guide V4 libraries from 
download.e�.com/FieryPantone

2.	 Launch Fiery Command WorkStation ®

3.	 Connect to the desired Fiery server to add the  
PANTONE Formula Guide V4 libraries

4.	 Go to Device Center

5.	 Depending on the tool, select Spot Colors or Spot Pro under 
Resources

6.	 Click Import or Open (macOS users then need to click Options)

7.	 Navigate to the location of the downloaded 
PANTONE Formula Guide V4 libraries

8.	 Choose the �rst library to be imported

9.	 Click Open (notice the new library appears in the colour libraries 
list located at the left side of the page)

10.	 Repeat for the remaining libraries you wish to load

 

Important notes	 

•	 �Remember to turn on spot colour matching in the Fiery Color 
Setup for spot colour libraries to be used.

•	 If you have previously edited any of the PANTONE libraries in your 
Fiery, position the new PANTONE Formula Guide V4 groups after 
the older PANTONE+ groups in the group name list. Your edits to 
the old PANTONE PLUS libraries are preserved because the Fiery 
searches for spot colours name matches from the top of the list. 
New names in the new groups will still be found.

Other tips to enhance colour output with 
Fiery servers 

•	 To ensure the best possible colour output, use an EFI 
spectrophotometer to calibrate. 

•	 For optimal results and to facilitate soft proo�ng, create custom 
output pro�les for speci�c papers using Fiery Color Pro�ler Suite.

•	 To visualise which PANTONE swatches are outside the printer 
gamut use Fiery Color Pro�ler Suite to compare the PANTONE 
library with your printer pro�le. 

•	 To know how swatches from the PANTONE library will look when 
printed using speci�c combinations of printer and paper stock, 
simply select a PANTONE library and choose print. 

•	 If you wish to �ne-tune the output of a PANTONE colour, use  
the �nd function in Spot Colors to locate and modify the CMYK 
conversion of the spot colour within the PANTONE library.

•	 For precise control, select the match based on a printed spot 
colour search pattern. Print the pattern by highlighting the colour 
and clicking print in the Spot Colors toolbar.


